


BIS (Bureau of Indian standard), (2004-05), *Indian standard specification for drinking water*. New Delhi, India. BIS publication No. IS:10500.


Central Pollution Control Board (2008), Status of Groundwater quality in India-Part-II.


Fisher R.S. and Mulcan W.F. (1997), Hydrochemical evaluation of sodium chloride ground water beneath northern chihuahuan desert, Trans-Pecos, Texas, USA. *Hydrogeology 5*(2), 4-16.


http://ghaziabad.nic.in/Default.htm

http://www.elgalabwater.com


International Zeolite Association http://www.iza-online.org (updated 23-April-2007)


Jiménez-Cedillo M.J., Olguín M.T., Fall C.H., Colín A. (2011), Adsorption capacity of iron- or iron–manganese-modified zeolite-rich tuffs for As(III) and As(V) water pollutants. Applied Clay Science. 54 (3–4), 206–216.


Kazemimoghadam M. (2010), New nanopore zeolite membranes for water treatment. Desalination. 251 (1–3), 176–180


pH (1979), Guidelines for Canadian drinking water quality, chemical/physical parameter(pp, 1-6) (reprinted in 1995).


the decontamination of waste water and flue gas. *Journal of Chemical Technology and Biotechnology* (77), 292-298.


Shavandi M.A., Haddadian Z., Ismail M.H.S., Abdullah N., Abidin Z.Z. (2012), Removal of Fe(III), Mn(II) and Zn(II) from palm oil mill effluent (POME) by natural zeolite. *Journal of the Taiwan Institute of Chemical Engineers.* 43 (5), 750–759.


Šiška J. (2005), Extraction of heavy metals and ammonium from waters by unsaturated fatty acids and their soaps, *Hydrometallurgy* **(76)**, 155-172.


Waheed A. (2008), Baseline survey of minority concentration district Ghaziabad(2008); Ministry of minority affairs Government of India report.

Water Quality Association( www.wqa.org)


