REFERENCE


<table>
<thead>
<tr>
<th>No.</th>
<th>Author(s)</th>
<th>Title and Details</th>
</tr>
</thead>
</table>


49. David Tarboton, G 2003, At a Point Infiltration Models for Calculating Runoff, Utah State University.


54. DHI 1982, NAM model user’s guide, Danish Hydraulic Institute, Denmark.


<table>
<thead>
<tr>
<th>No.</th>
<th>Reference</th>
</tr>
</thead>
</table>


159. Mbagwu, JSC 1993, Testing the goodness of fit of selected infiltration models on soils with different land use histories, International Centre for Theoretical Physics, Trieste, Italy.


166. Mihalik Elizabeth, N, Levine, SN, Amatya Devendra, M 2008, Rainfall-Runoff Modelling of Chapel Branch Creek Watershed using GIS-based Rational, SCS-CN Methods, ASABE, Rhode Island, SUA.


189. Ogrosky, HO 1956, Service objectives in the field of hydrology. Soil conservation Service, Lincoln, Nebraska, pp. 5.


197. Piper, CS 1966, Soil and Plant Analysis, Hans Publisher, Bombay, India.


279. USDA 1986, Urban hydrology for small watersheds, Natural resources conservation service, Washington D.C.


286. USDA-NRCS 2008, USDA Natural Resources Conservation Service, Soil Quality Indicators.


