# Contents

## Chapter 1
### Introduction to thin films, transparent conducting oxides and chalcogenide semiconducting thin films
#### 1.1 Introduction to thin films
#### 1.2 Transparent conducting oxides
#### 1.3 Chalcogenide semiconducting thin films
#### 1.4 Review of literature
##### 1.4.1 Cadmium stannate thin films
##### 1.4.2 Copper selenide thin films
##### 1.4.3 Copper telluride thin films
##### 1.4.4 Gallium telluride thin films
##### 1.4.5 Copper bismuth sulfide thin films

## Chapter 2
### Experimental Details
#### 2.1 Spray pyrolysis experimental setup
#### 2.2 Electron beam evaporation technique
#### 2.3 Thermal annealing under vacuum
#### 2.4 Reflux method
#### 2.5 X-ray diffraction
#### 2.6 X-ray photoelectron spectroscopy
#### 2.7 Scanning electron microscope
#### 2.8 Energy dispersive X-ray spectroscopy
#### 2.9 Elemental mapping
#### 2.10 Atomic force microscopy
#### 2.11 UV-Vis spectrophotometer
#### 2.12 Resistivity and Hall measurement

## Chapter 3
### Preparation and characterization of Cd$_2$SnO$_4$ and fluorine doped Cd$_2$SnO$_4$ thin films by spray pyrolysis method
#### 3.1 Introduction
#### 3.2 Deposition of Cd$_2$SnO$_4$ and F: Cd$_2$SnO$_4$ thin films
#### 3.3 Results and discussion
3.3.1 Structural properties 36
3.3.2 Chemical composition 38
3.3.3 Surface morphology 38
3.3.4 Optical properties 39
3.3.5 Electrical properties 41
3.4 Conclusions 45
References 46

Chapter 4 Effect of substrate temperature and annealing temperature on Cu$_{0.87}$Se thin films deposited by electron beam evaporation technique 49-71

4.1 Introduction 49

Section I Deposition of Cu$_{0.87}$Se thin films at different substrate temperatures and their characterization
4.2 Synthesis of copper selenide powder 49
4.3 Preparation of copper selenide thin films 52
4.4 Results and discussion 52
4.4.1 Structural properties 52
4.4.2 Surface morphology 54
4.4.3 Optical properties 56
4.4.4 Electrical properties 59

Section II Preparation and characterization of annealed Cu$_{0.87}$Se thin films
4.5 Preparation of annealed Cu$_{0.87}$Se thin films 61
4.6 Results and discussion 61
4.6.1 Structural analysis 61
4.6.2 Compositional analysis 63
4.6.3 Surface morphological analysis 64
4.6.4 Optical properties 66
4.6.5 Electrical analysis 68
4.7 Conclusions 68
References 70
Chapter 5  Influence of substrate temperature and annealing temperature on copper telluride and gallium telluride thin films 72 - 100

5.1  Introduction 72

Section I  Preparation and characterization of copper telluride thin films

5.2  Preparation of copper telluride thin films 73

5.3  Results and discussion 73

5.3.1  Structural properties 73

5.3.2  Compositional analysis 75

5.3.3  Surface morphology 77

5.3.4  Optical properties 80

5.3.5  Electrical properties 82

Section II  Preparation and characterization of annealed copper telluride thin films

5.4  Preparation of annealed copper telluride thin films 84

5.5  Results and discussion 84

5.5.1  Structural properties 84

5.5.2  Compositional analysis 86

5.5.3  Surface morphology 87

5.5.4  Optical properties 88

5.5.5  Electrical properties 90

Section III  Preparation and characterization of gallium telluride thin films

5.6  Preparation of gallium telluride thin films 91

5.7  Results and discussion 91

5.7.1  Structural properties 91

5.7.2  Compositional analysis 93

5.7.3  Surface morphology 94

5.7.4  Optical properties 95

5.7.5  Conclusions 97

References 99
<table>
<thead>
<tr>
<th>Chapter 6</th>
<th>Structural, morphological and optical properties of copper bismuth sulfide thin films</th>
<th>101-112</th>
</tr>
</thead>
<tbody>
<tr>
<td>6.1</td>
<td>Introduction</td>
<td>101</td>
</tr>
<tr>
<td>6.2</td>
<td>Synthesis of copper bismuth sulfide source material</td>
<td>101</td>
</tr>
<tr>
<td>6.3</td>
<td>Preparation of copper bismuth sulfide thin films</td>
<td>104</td>
</tr>
<tr>
<td>6.4</td>
<td>Results and discussion</td>
<td>104</td>
</tr>
<tr>
<td>6.4.1</td>
<td>Structural properties</td>
<td>104</td>
</tr>
<tr>
<td>6.4.2</td>
<td>Compositional analysis</td>
<td>107</td>
</tr>
<tr>
<td>6.4.3</td>
<td>Morphological analysis</td>
<td>108</td>
</tr>
<tr>
<td>6.4.4</td>
<td>Optical properties</td>
<td>109</td>
</tr>
<tr>
<td>6.5</td>
<td>Conclusions</td>
<td>111</td>
</tr>
<tr>
<td>References</td>
<td></td>
<td>112</td>
</tr>
</tbody>
</table>

| Chapter 7 | Summary and Conclusions | 113 - 116 |