ACKNOWLEDGEMENT

The author expresses her deep sense of gratitude to her Research Supervisor **Dr. R. VENKATASUBRAMANI**, Professor and Head, Department of Civil Engineering at Sri Krishna College of Technology, Coimbatore, for his invaluable guidance, moral support, advice and constant encouragement during all phases of this research work.

The author is indebted to **Dr. B. VIJAYARANGAN**, Emeritus Professor, Division of Engineering and Sciences, Curtin University, Perth, Australia for his continuous encouragement and helps to bring this work in complete form.

The author wishes to thank **Dr. K. SUBRAMANIAN**, Professor and Head, Department of Civil Engineering, Coimbatore Institute of Technology, Coimbatore and **Dr. T. MEENAMBAL**, Professor, Department of Civil Engineering, Government College of Technology, Coimbatore for their constant encouragement and timely help rendered.

The author wishes to express her profound gratitude to **Mrs. V. MALARVIZHI**, Chairperson of Sri Krishna College of Technology and **Dr. G. RAMESH**, Principal, Sri Krishna College of Technology for facilities provided and for their personal interest.

The author wishes to record her thanks to her husband **Er. P. STALIN**, family members, numerous friends and well wishers, for their encouragement and support.

**ANURADHA R**