REFERENCES


50. CPCB (2007) http://www.cpcb.nic.in/statusSTP.php


treatment systems to changes in salt concentrations’, Biotechnol.
Bioengg., Vol.10, pp.483-496.

wastewater using RBCs’, J. Environ. Eng., ASCE., Vol.108,
pp. 650-663.

wastewater reuse using a submerged membrane bioreactor’,

synthetic municipal wastewater in membrane-coupled bioreactors’,

118. Knoblock M.D., Sutton P.M., Mishra P.N., Gupta K. and Janson A.
(1994) ‘Membrane biological reactor system for treatment of oily

Erzurum City municipal wastewaters with anaerobic membrane
bioreactors’, Desalination, Vol. 216, No. 1-3, pp.367-376

‘Disinfection and Classification of treated sewage by advanced

membrane filtration for wastewater treatment’, Wat. Res., Vol. 27,
pp.405-411.

process to quantitative shock loading’, JWPCF, Vol.48, No.5,
pp.216-221.

of grey water using sequencing batch reactor’, Desalination, Vol. 215,
pp.127-132.

124. Lane D.J., Pace B., Olsen G.J., Stahl D.A., Sogin M.L., Pace N.R.,
(1985) ‘Rapid determination of 16S ribosomal RNA sequences for
phylogenetic analyses’, Proc. Natl. Acad. Sci. USA, Vol. 82,
pp.6955-6959.


241. www.ncbi.com

242. www.ne-wea.org/Lab manual/sour.htm


244. www.ebi.ac.uk/clustalw


