REFERENCES

1. ACI Committee 211.4R.93,(2001), “Guide for selecting properties for High
Performance Concrete with Portland cement and Flyash”, ACI manual of
Concrete Practice.

2. ACI Committee 226, (1999), Building code Requirements for Structural
Concrete, ACI Standard 318 -1999; and Commendary Building Code
Requirements for Structural Concrete, American Concrete Institute,

3. ACI Committee 318R (1999), “Building code requirements for structural
cement concrete”, ACI manual of Concrete Practices, pp. 1 – 53.

Concrete”, ACI Manual of Concrete Practices, pp. 1 to -53.

1 – 591

silica fume concrete”, Journal of Materials in Civil Engineering, Vol. 2, No. 3,
pp. 164-170.

How they work and why they occasionally don’t”, Concrete International, The
Magazine of American Concrete Institute, Vol. 16, No. 5, pp. 45-52.

mix proportioning methods for high-strength concrete”, Cement and Concrete
Composites, Vol.26, pp. 613-621.


26. BIS: 1199 – 1959, "Methods of Sampling and Analysis of Concrete”, Bureau of Indian Standards, New Delhi, India.


28. BIS: 13311(Part 1) – 1992, ”Non-Destructive testing of Concrete – Methods of Test”, Bureau of Indian Standards, New Delhi, India.

29. BIS: 2386(Part 4) – 1963, "Methods of Test for Aggregates for Concrete: Mechanical Properties”, Bureau of Indian Standards, New Delhi, India.

30. BIS: 3085 – 1965, "Method of Test for Permeability of Cement Mortar and Concrete”, Bureau of Indian Standards, New Delhi, India.


Metakaolin: a new generation mineral admixture”, Concrete International,

Strength Concretes Subjected to Short-Term loads”, ACI Material Journal,

influence of coarse aggregate on mechanical properties”, ACI Material

of high strength/ superplasticized concrete”, Magazine of Concrete Research,
Vol. 48, No. 177, pp. 310-309.

cement-silica fume blends’, Cement and Concrete Research, Vol. 15, 1985,
pp. 585-592.

developments in Portland cement composites containing silica fume particles”,
The Indian Concrete Journal, Vol. 60, No. 11, pp. 296-300.


performance concrete mixture proportion optimization for precast concrete
using statistical methods”, International Symposium on High performance
concrete, New Orleans, pp. 145 – 146.


