ACKNOWLEDGEMENT

The author expresses his deep sense of gratitude to his research supervisor Dr. S. Kandasamy, Dean, Anna University Tiruchirappalli, Ariyalur Campus, Ariyalur for his invaluable guidance, moral support, advice and constant encouragement during all phases of this work.

The author wishes to record his heartfelt thanks to the doctoral committee members Dr. K. Muthumani, Deputy Director, SERC, Chennai and Dr. K. Subramanian, Professor & Head, Department of Civil Engineering, CIT, Coimbatore for their continued advice and guidance. The author also wishes to thank the Management, Principal, staff and students of Kongu Engineering College, Perundurai for their moral support. The author records his thanks to the Principal, HOD, Teaching and non-teaching staff of Dept. of Civil Engg., Govt. College of Engg., Salem for their constant support.

Dr. A. Rajaraman, Dr. R.Thenmozhi, Dr. M.Sivaraja, Dr. R. Malathy, Dr. G. S. Thirugnanam and Dr. P. Vinayagam are thanked for their constant encouragement. The author wishes to record his heartfelt thanks to Mr. I.S. John Vijayakumar, Mr. N. Rajkumar, Mr. T. Sakthivel, Mrs. K. Chithra and Mr. G. Venkatachalapathy for that help rendered at various phases of the Research work. Thanks to DST, New Delhi, AICTE, New Delhi and IE (I), Kolkata for the financial support through R&D grants.

(E.K. MOHANRAJ)