Chapter-XII

REFERENCES


[40] Florida Department of Transportation (FDOT) (1991), *Standard Specifications for Road and Bridge Construction*, Tallahassee, FL.

[41] Florida Department of Transportation (FDOT) (1999), *Standard Specifications for Road and Bridge Construction*, Tallahassee, FL.


[59] Huang Yang H., Pavement Analysis and Design


[62] IRC: 25-1967; Type Designs for Boundary Stones

[63] IRC: 26-1967; Type Designs for 200-Meter Stones


[67] IRC:27-1967, Tentative Specifications for Bituminous Macadam (Base and Binder Course)


[70] IRC:29-1988; Specification for Bituminous Concrete (Asphaltic Concrete) for Road Pavement (First Revision) (Amalgamated with IRC:111-2009)


[72] IRC:16-1989; Standard Specification for Priming of Base Course with Bituminous Primers (First Revision)


[74] IRC:95-1987; Standard Specification for Semi-Dense Bituminous Concrete


[76] IRC:5-1998; Standard Specifications and Code of Practice for Road Bridges, Section-I General Features of Design (Seventh Revision)

[77] IRC:6-2000; Standard Specifications and Code of Practice for Road Bridges, Section-II Loads and Stresses (Fourth Revision)

[78] IRC:15-2002; Standard Specifications and Code of Practice for Construction of Concrete Roads (Third Revision)

[79] IRC:30-1968; Standard Letters and Numerals of Different Heights for Use on Highway Signs

[80] IRC:2-1968; Road Marker Signs for National Highways (First Revision)

[81] IRC:31-1969; Route Marker Signs for State Routes

[82] IRC:14-2004; Recommended Practice for Open Graded Premix Carpet (Third Revision)
References:

[83] IRC:20-1966; Recommended Practice for Bituminous Penetration Macadam (Full Grout)

[84] IRC:55-1974; Recommended Practice for Sand-Bitumen Base Courses

[85] IRC:SP:22-1980; Recommendation for the Sizes for each Type of Road Making Machinery to cater to the General Demand of Road Works


[96] IRC:SP:53-2002, Guidelines on Use of Polymer and Rubber Modified Bitumen in Road Construction (First Revision)

[97] IRC:90-1985, Guidelines of Selection, Operation and Maintenance of Bituminous Hot Mix Plant

[98] IRC:SP:47-1998, Guidelines on Quality Systems for Road Bridges (Plain, Reinforced, Pre-stressed and Composite Concrete)

[99] IRC:SP:34-1989, General Guidelines about the Equipment for Bituminous Surface Dressing

[100] IRC:SP:25-1984, Gopi and his Road Roller-Guidelines on Maintenance of Road Rollers

[101] IRC:3-1983, Dimensions and Weights of Road Design Vehicles (First Revision)

[102] IRC:SP:29-1994, Directory of Indigenous Manufactures of Road/Bridge Construction Machinery and Important Bridge Components (First Revision)

[104] Irfan Muhammad, Khurshid Muhammad Bilal, Ahmed Anwaar and Labi Samuel (February 2012); Scale and Condition Economies in Asset Preservation Cost Functions: Case Study Involving Flexible Pavement Treatments, Journal of transportation engineering ASCE.


[113] Jha Satyendra Narain (March 2008); Necessity to Monitor Shape and Size Properties of Aggregates, Indian Highways.


Kadiyali Dr. L.R., "Principles and Practice of Highway Engineer.


Kandhal Prithvi Singh (September 2010) "Warm Mix Asphalt Technologies : An Overview," Journal of Indian Road Congress.


Kumar Mahesh, Goyal Tripta Kumari and Jatain Abhishek (June 2012), "Premature Failure of Highways and Remedies: A Case Study," Indian Highways.


[151] Ministry of Road Transport and Highways (Fourth Revision) ï 2001; Specifications for Roads and Bridge Works.
[152] Ministry of Road Transport and Highways (Fifth Revision) ï 2013; Specifications for Roads and Bridge Works.
[164] Pathak PP and Mishra AK (December 2006), Specification for Granular Sub base - Suggested Modification, Indian Highways.


[172] Rewalele and Tare Vandana (December 2009), Effect of Anti-Stripping Agent in Binder-Aggregate Interaction, Highway research Journal.


Sengupta JB and Kumar Satander (April 2008); Effect of Flakiness Indices on the Properties of Aggregate and Cement Concrete. Indian Highways.


Seminar on Design Construction and Maintenance of CC Pavements (8-10 October, 2004), Technical Papers, New Delhi.

Shea GP; Turnpikes and Toll Roads in the USA Operation and Management of the New Jersey Turnpike. International Seminar on Construction Management of Expressway by Indian Roads Congress.

[191] Sinha VK, Singh HN and Shekhar Saurav; ÒRutting in Flexible Pavements Ð A Case StudyÓ Paper No. 535


[195] Singh Bant and Biswas Dr. Srijit (2013), ÒModeling for Assured Quality Control in Flexible Pavements through e-Control Ð A Case StudyÓ, IJSER, ISSN 2229-5518, Volume 4, Issue 4, pp. 1321-1329.


[197] Singh Bant and Biswas Dr. Srijit (2013), ÒEffect of e-Quality Control on Tolerance Limits in WMM and DBM in Highway Construction Ð A Case StudyÓ, IJARET, ISSN 0976-6480, Volume 4, Issue 2, pp. 33-45.

[198] Singh Bant, Biswas Dr. Srijit and Aggarwal Dr. Parveen (2012), ÒUse of Updated Machinery for Monitoring of Quality and Quantity of a Pavement Ð A Case Study on e-quality controlÓ IJIET, ISSN 0974-3146, Vol-4, Number-3 (2012), pp.137-147.


[200] Singh Bant and Biswas Dr. Srijit (2013), ÒUpgrading Standards of Riding Quality in Bituminous Concrete Ð A Case StudyÓ, IJIET, ISSN (Print): 2277-4769; E-ISSN 2278f 9456, pp. 21-34.

[201] Singh Bant and Biswas Dr. Srijit (2013), ÒUpgrading Properties of Aggregates in Flexible Pavements with e-ControlÓ IJSER, ISSN 2229-5518, pp. 2543-2558.
[202] Singh Prof. (Dr.) Indrasen and Jain Prof. (Dr.) SS; Measurement of Quality and Efficiency of Public Transport Services by Using a Leontief Production Function, Paper No. 509, Indian Roads Congress.


