REFERENCES


2) J.W. Elmer and D. D. kautz, Fundamentals of friction welding, Lawrence Livermore National Lab


9) V. I. Vill, Friction welding of metals, translated from Russian, Publisher, American Welding Society, INC, New York, 1967


13) ATES Hakan, TURKER Mehmet, KURT Adem. Effect of friction pressure on the properties of friction welded MA956 iron-based superalloy. Materials & design ISSN 0264-1275, 28(3), 2007, PP. 948-953


30) Semenov, A. P., Research on the seizing of metals during simultaneous plastic deformation, Academy of sciences, USSR, 1953.


32) B. I., Kpstetskiy, Siezing during friction of metals, “Increasing the wearibility and service of machines”, Mashgiz, 1953.


44) V. Rybakov, Arc and Gas welding Practice, MIR Publisher, Moscow, 1986.


67) Won-Bae Lee, Luek-saeng, seing-Boo Jung, Effects of intermetallic compound on the electrical and mechanical properties of friction welded copper-Aluminum bimetallic joints during annealing.


92) R. A. Fisher, Design of Experiments, Hafner Publisher, Company, New York


105) Konstantin Lukin, Bragg’s Law and Diffraction: How waves reveal the atomic structure of crystals


107) JIS Z 3607-1994 – Recommended Practice for Friction Welding of Carbon Steel


109) Tim stoler, Edison Welding Institute, Procedure development and Practice considerations for inertia and direct drive friction welding, Solid state welding Process, PP888-892.

110) G. Madhusudhan Reddy and T Mohandas, Dissimilar metal