<table>
<thead>
<tr>
<th>Figure</th>
<th>Description</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Fig 1.1</td>
<td>Arch dam on rock canyon</td>
<td>16</td>
</tr>
<tr>
<td>Fig 1.2</td>
<td>Plan view of the arch dam</td>
<td>16</td>
</tr>
<tr>
<td>Fig 1.3</td>
<td>Sectional Elevation</td>
<td>16</td>
</tr>
<tr>
<td>Fig 1.4</td>
<td>Half of an arch dam; Different discretisation</td>
<td>17</td>
</tr>
<tr>
<td>Fig 1.5</td>
<td>Distribution of Loads and radial deflection cantilevers; Trial Load Method</td>
<td>18</td>
</tr>
<tr>
<td>Fig 2.1</td>
<td>Local axes 20 noded element</td>
<td>30</td>
</tr>
<tr>
<td>Fig 3.1</td>
<td>Cantilever beam; point load at free end</td>
<td>44</td>
</tr>
<tr>
<td>Fig 3.2</td>
<td>Deflected Profile of Cantilever 40 &amp; 4 elements</td>
<td>44</td>
</tr>
<tr>
<td>Fig 3.3</td>
<td>Deflected Profile of Cantilever 1 element</td>
<td>48</td>
</tr>
<tr>
<td>Fig 3.4</td>
<td>(a) Straight Cantilever 20 noded 3 elements</td>
<td>49</td>
</tr>
<tr>
<td>Fig 3.4</td>
<td>(b) Straight Cantilever 08 noded 5 elements</td>
<td>49</td>
</tr>
<tr>
<td>Fig 3.5</td>
<td>Cantilever beam; axial load at free end</td>
<td>50</td>
</tr>
<tr>
<td>Fig 3.6</td>
<td>Cantilever beam; point load at free end</td>
<td>51</td>
</tr>
<tr>
<td>Fig 3.7</td>
<td>Deflected Profile of Cantilever beam 5 elements</td>
<td>52</td>
</tr>
<tr>
<td>Fig 3.8</td>
<td>Curved cantilever beam 6 elements</td>
<td>53</td>
</tr>
<tr>
<td>Fig 3.9</td>
<td>Deflected profile of curved cantilever beam</td>
<td>53</td>
</tr>
<tr>
<td>Fig 4.1</td>
<td>Three-dimensional mapping of hexahedral elements:</td>
<td>58</td>
</tr>
<tr>
<td>Fig 4.2</td>
<td>(a) Discretisation of Cube 8 noded element</td>
<td>65</td>
</tr>
<tr>
<td>Fig 4.2</td>
<td>(b) Discretisation of Cube 20 noded element</td>
<td>65</td>
</tr>
<tr>
<td>Fig 4.2</td>
<td>(c) Discretisation of Cube 27 noded brick element</td>
<td>65</td>
</tr>
<tr>
<td>Fig 4.3</td>
<td>Cantilever beam generated mesh</td>
<td>66</td>
</tr>
</tbody>
</table>
Fig 4.4: Arbitrary arch generated mesh
Fig 4.5: Node numbering pattern USBR half arch
Fig 4.6: Descretisation 20 noded USBR half arch
Fig 4.7: Descretisation 27 noded USBR half arch
Fig 4.8: Node numbering pattern 27noded USBR half arch
Fig 4.9: Generated mesh USBR arch full
Fig 4.10: Sectional plan at various elevations; half arch
Fig 4.11: Sectional plan at various elevations; full arch
Fig 4.12: Symmetry of dam continuum
Fig 4.13: Segments of continuum between elevations
Fig 4.14: Multi layer discretisation of the continuum
Fig 5.1: Hydrostatic pressure loading and local axes at element faces
Fig 5.2: Hydrodynamic pressure distribution
Fig 5.3: Wave pressure distribution
Fig 5.4: Deflected shape due to self weight in axial direction
Fig 5.5: Deflected shape due to self weight in Y direction
Fig 5.6: Deflected shape due to self weight in Z direction
Fig 5.7: Hydrostatic pressure on vertical cantilever
Fig 5.8: Deformed profile due to pressure on 30 cm face
Fig 5.9: Deformed profile due to pressure on 20 cm face
Fig 5.10: Deformed profile due to Hydrostatic and dynamic pressure on 20 cm face
Fig 5.11: Descretisation along length of a cantilever wall
Fig 5.12: Deflected profile of a cantilever wall; Pressure on longitudinal face
Fig 5.13: Descretisation along thickness of a cantilever wall
Fig 5.14: Deflected profile of a cantilever wall; Pressure on lateral face
Fig 5.15: Sector of arch dam- Deflected profile due to hydrostatic loading

Fig 6.1: Section of an arch dam

Fig 6.2: Generated mesh of USBR arch dam half

Fig 6.3: Symmetric Arch Dam. Node numbering pattern

Fig 6.4: Symmetric Arch Dam. Deflected profile 9 elements

Fig 6.5: Symmetric Arch Dam. Deflected profile 32 elements

Fig 6.6: Symmetric Arch Dam. Deflected profile 24 elements

Fig 6.7: Radial deflection at crown Vs Height of dam

Fig 6.8: Hoop stress at crown Vs Height of dam

Fig 6.9: Vertical stress at crown Vs Height of dam

Fig 6.10: Deformed profiles due to various loading

Fig 6.11: Radial deflection due to various loading

Fig 6.12: Mesh of full arch dam

Fig 6.13: Deformed profile of the full arch dam

Fig 6.14: Radial deflection at down crown of the full arch dam

Fig 6.15: Hoop Stress at crown of the full arch dam

Fig 6.16: Radial deflection at crown due to various discretisations

Fig 6.17: Radial deflection with crown due to variation in unit weight

Fig 6.18: Vertical deflection at crown due to variation in unit weight

Fig 6.19: Variation in Radial Deflection due to modulus of elasticity

Fig 6.20: Variation in Radial deflection due to reservoir water

Fig 6.21: Idukki arch dam; view from down stream

Fig 6.22: Idukki arch dam; sectional plan and elevation

Fig 6.23: Idukki arch dam; view from upstream

Fig 6.24: Idukki arch dam; Node numbering pattern
Fig 6.25: Deformed profile due to self weight and water pressure  
Fig 6.26: Radial deflection of Arch at elevation 138.684  
Fig 6.27: Idukki arch dam Elemental stresses  
Fig A.1: Idukki arch dam Node numbering pattern 28 elements  
Fig A.2: Radial deflection at crown cantilever section - Load case 1  
Fig A.3: Hoop stress at crown cantilever section - Load case 1  
Fig A.4: Radial deflection at crown cantilever section - Load case 2  
Fig A.5: Hoop stress at crown cantilever section - Load case 2  
Fig A.6: Radial deflection Vs Height of dam - Load case 3  
Fig A.7: Hoop stress Vs Height of dam - Load case 3  
Fig A.8: Radial deflection Vs Height of dam - Load case 4  
Fig A.9: Hoop stress Vs Height of dam - Load case 4  
Fig A.10: Radial deflection Vs Height of dam - Load case 5  
Fig A.11: Hoop stress Vs Height of dam - Load case 5  
Fig A.12: Discretisation with 112 elements  
Fig A.13: Deflected profile in Load cases 2 & 3  
Fig A.14: Element stresses - Load case 1  
Fig A.15: Element stresses - Load case 2  
Fig A.16: Element stresses - Load case 3  
Fig A.17: Hoop stress at crown cantilever Load case 3  
Fig A.18: Deformed profile due to self weight and water pressure  
Fig A.19: Hoop stress at crown cantilever