Index

B-Frame, 28
Backoff exponent, 69
backward interface, 6
beacon, 65
Beacon Collision, 71
beacon enabled mode, 66
Beacon Order, 66
bidimesional Markov Chain, 83
Blocking problem, 74
Boundary effect, 72
CAP, 65
CE, 12
CFP, 65
CLAPDAWN, 17
CLE, 20
clear channel assessments, 69
CLF, 12
CLI, 10
client server architectures, 7
CLKB, 20
CNI, 20
Contention Window, 69
Contention-Access Period, 65
Contention-Free Period, 65
Control Interface, 26
Control Network Interface, 20
Control Plane, 20
coupling without interface, 7
Cross Layer Architecture, 9
Cross layer design, 4
Cross Layer Engine, 20, 24
Cross Layer Interaction, 3, 4, 10
Cross Layer Knowledge Base, 20
CrossTalk, 12, 13
CSMA-CA, 67
Design Coupling, 7
direct communication, 7
DMF, 12
ECA, 20
ECLAIR, 12, 14
Event Control Action, 20
Event driven application, 76
FFD, 64
forward interface, 6
forward-backward interface, 6
Full Function Device, 64
Function Plane, 19
Guaranteed Time Slot, 67, 77
Guaranteed Time Slots, 74
I-Frame, 28
IEEE 802.11, 63
IEEE 802.11e, 28
IEEE 802.15.1, 63
IEEE 802.15.4, 76
IEEE 802.16, 63
Implicit Prioritized Channel Access Protocol, 80
Information sharing, 6
IPCAP, 80
Layer Interface, 26
Layer Notification Interface, 20
layered architecture, 3
Link Quality Indicator, 21
LNI, 20

Markov chain, 83
Markov chains, 78
merging of layers, 7
MobileMAN, 12, 13
MPEG-4, 28

Number of Backoffs, 69

Open Systems Interconnect, 2

P-Frame, 28
PAN coordinator, 64
primary communication part, 11
primary control parts, 11

RCL, 12
Reduced Function Device, 64
RFD, 64

secondary control parts, 11
shared database, 7
superframe, 66

Superframe Duration, 66
Superframe Order, 66
TinyCubus, 12
TinyOS, 12
Transmission Control Protocols, 3
Turnaround Time, 73

Wireless Sensor Network, 63
Wireless Sensor Networks, 76
WSN, 63