List of Figures

Figure 1.1 Sugar map of India, 2
Figure 1.2 Schematic of raw sugar manufacturing, 3
Figure 1.3 Comparison of sugar manufacturing processes, 7
Figure 3.1 Structure of different polysaccharides in sugarcane, 22
Figure 3.2 Monomer grafted on a membrane surface, 30
Figure 3.3 Different monomers used for membrane surface modification and grafting on membrane surface, 31
Figure 4.1 Chemical structure of PS and PES, 32
Figure 5.1 Effect of feed type on sugarcane juice UF (a) flux profile (b) PWF decline, 45
Figure 5.2 Effect of suspended solids on juice flux, 46
Figure 5.3 UF performance of different membranes with clarified juice feed (a) juice flux profile (b) juice flux vs normalized PWF of fouled membrane, 49
Figure 5.4 Rejection of non-sugars during UF of clarified juice, 50
Figure 5.5 Deposition of non-sugars on to the membranes during UF of clarified juice (dextran deposition was negligible compared to the other two components), 50
Figure 5.6 Membrane fouling mechanism for clarified juice: UF-PEs-050H membrane, 54
Figure 5.7 Dextran sieving curves of pristine membranes, 56
Figure 5.8 Chromatogram of precipitated polysaccharide fraction, 61
Figure 5.9 FTIR spectra of precipitated polysaccharide fraction, 62
Figure 5.10 Normalized water flux after static and dynamic fouling with polysaccharide, 63
Figure 5.11 Adsorption (deposition) of HMW component on the membrane surface, 65
Figure 5.12 Retention of the HMW component by the membranes, 68
Figure 5.13 Dextran sieving curves for pristine and fouled membranes, 72
Figure 5.14 SEM images of UF-PES-030H membrane, 74
Figure 5.15 SEM images of UF-PES-050H membrane, 75
Figure 5.16 SEM images of UF-PS-100H membrane, 76
Figure 5.17 Correlation between SEC peak area, UV absorbance and BCA protein concentration of the polysaccharide before and after membrane fouling, 78

Figure 5.18 FTIR spectra of pristine unwashed, pristine washed and fouled UF-PES-030H membrane, 79

Figure 5.19 FTIR spectra of pristine unwashed, pristine washed and fouled UF-PES-050H and UF-PS-100H membranes, 80

Figure 5.20 Dialysate analysis of juice polysaccharide fraction, 82

Figure 5.21 FTIR spectra of diafiltration membrane, 83

Figure 5.22 FTIR spectra of polysaccharide and the 130 kD HMW isolate, 84

Figure 5.23 Comparison of protein concentration in juice polysaccharide fraction and HMW isolate (BCA micro assay method), 84

Figure 5.24 NMR spectra of HMW isolate, 91

Figure 5.25 Action of 0.5 % (w/v) NaOH followed by 200ppm NaOCl on polysaccharide fouled membranes, 96

Figure 5.26 Comparison of cleaning protocols, 97

Figure 5.27 Action of varying NaOH concentration on water flux recovery of polysaccharide fouled membranes, 98

Figure 5.28 Combined action of NaOH and NaOCl on water flux recovery of polysaccharide fouled membranes (%w/v NaOH/cleaning duration in minutes, 98

Figure 5.29 Normalized flux for successive polysaccharide UF-cleaning cycles, 99

Figure 5.30 Correlation between polysaccharide fouling vs cleaning for UF-PES-050H membrane, 102

Figure 5.31 Correlation between polysaccharide fouling, cleaning efficiency and pristine membrane PWF, 102

Figure 5.32 Water flux recovery after citric acid treatment following alkaline NaOCl treatment of sugarcane juice fouled membranes, 105

Figure 5.33 Successive UF-cleaning cycle: (a) normalized flux for sugarcane (b) polysaccharide and sugarcane juice flux, 106

Figure 5.34 SEM pictures of UF-PES-050H membrane at different stages, 110

Figure 5.35 SEM pictures of UF-PS-100H membrane at different stages, 111

Figure 5.36 Effect of UV exposure time on membrane DG, 112
Figure 5.37 Change in dextran sieving after membrane modification, 114
Figure 5.38 Interaction of polysaccharide fraction with modified membranes, 119
Figure 5.39 Sieving curve for modified UF-PS-100H (360s) membranes after polysaccharide UF, 120
Figure 5.40 SEM images of UF-PES-050H membranes, 126
Figure 5.41 Action of NaOCl on polysaccharide fouled modified membranes, 128
Figure 5.42 Cleaning action of NaOCl and NaOH on juice fouled modified membranes, 128
Figure 5.43 Flux ratios for successive juice UF-cleaning with modified membranes, 130
Figure 5.44 Comparison of juice flux after repeated UF-cleaning cycle for modified membranes, 130