# List of Tables

<table>
<thead>
<tr>
<th>Table</th>
<th>Title</th>
<th>Page No</th>
</tr>
</thead>
<tbody>
<tr>
<td>Table 2.1</td>
<td>Details of the CAPP Systems</td>
<td>37</td>
</tr>
<tr>
<td>Table 3.1</td>
<td>Effect of Concurrent Engineering on Percent (%)</td>
<td>52</td>
</tr>
<tr>
<td></td>
<td>Product Development Cycle-Time Reduction by Industry</td>
<td></td>
</tr>
<tr>
<td>Table 3.2</td>
<td>Benefits Obtained from Concurrent Engineering</td>
<td>53</td>
</tr>
<tr>
<td>Table 3.3</td>
<td>Cost of Engineering Changes</td>
<td>60</td>
</tr>
<tr>
<td>Table 4.1</td>
<td>Basic Shapes Coding System</td>
<td>89</td>
</tr>
<tr>
<td>Table 4.2</td>
<td>Coding of the Details of Machining [Shape A&amp;B]</td>
<td>91</td>
</tr>
<tr>
<td>Table 4.3</td>
<td>Coding of the Details of Machining [Shape C &amp; D]</td>
<td>92</td>
</tr>
<tr>
<td>Table 4.4</td>
<td>Details of Machining [Shape E]</td>
<td>94</td>
</tr>
<tr>
<td>Table 4.5</td>
<td>Coding of the Details of Machining [Shape F]</td>
<td>95</td>
</tr>
<tr>
<td>Table 4.6</td>
<td>Coding of the Details of Machining [Shape G]</td>
<td>96</td>
</tr>
<tr>
<td>Table 4.7</td>
<td>Coding of the Details of Machining [Shape H]</td>
<td>97</td>
</tr>
<tr>
<td>Table 4.8</td>
<td>Size Classification and Coding for Shape</td>
<td></td>
</tr>
<tr>
<td></td>
<td>A,B,C,D,E</td>
<td>98</td>
</tr>
<tr>
<td>Table 4.9</td>
<td>Size Classification and Coding Shape D7</td>
<td>98</td>
</tr>
<tr>
<td>Table 4.10</td>
<td>Size Classification and Coding for Basic Shape F</td>
<td>99</td>
</tr>
<tr>
<td>Table 4.11</td>
<td>Size Classification and Coding G5 to G9</td>
<td>100</td>
</tr>
<tr>
<td>Table 4.12</td>
<td>Size Classification and Coding from H0 to H8</td>
<td>100</td>
</tr>
<tr>
<td>Table 4.13</td>
<td>Material Coding and Classification Steel</td>
<td>102</td>
</tr>
<tr>
<td>Table 4.14</td>
<td>Material Coding and Classification Other Materials</td>
<td>103</td>
</tr>
<tr>
<td>Table 4.15</td>
<td>Tolerance Classification</td>
<td>107</td>
</tr>
<tr>
<td>Table 4.16</td>
<td>Tolerance Coding</td>
<td>107</td>
</tr>
<tr>
<td>Table 4.17</td>
<td>Production Quantity Numbering</td>
<td>109</td>
</tr>
<tr>
<td>Table 4.18</td>
<td>Tool Axis Complexity</td>
<td>110</td>
</tr>
<tr>
<td>Table 4.19</td>
<td>Process Numbering</td>
<td>113</td>
</tr>
<tr>
<td>Table 4.20</td>
<td>Surface Finish Classification</td>
<td>114</td>
</tr>
<tr>
<td>Table 4.21</td>
<td>Fixture Numbering</td>
<td>115</td>
</tr>
<tr>
<td>Table 4.22</td>
<td>Cutting Tool Numbering</td>
<td>116</td>
</tr>
<tr>
<td>Table 5.1</td>
<td>Conceptual Design Feature</td>
<td>154</td>
</tr>
<tr>
<td>Table 5.2</td>
<td>Detailed Design Features</td>
<td>154</td>
</tr>
<tr>
<td>Table 5.3</td>
<td>Machining Features</td>
<td>155</td>
</tr>
<tr>
<td>Table 6.1</td>
<td>Classes of an Application for an Object</td>
<td>172</td>
</tr>
<tr>
<td>Table 6.2</td>
<td>Three Levels of Manufacturing Resource Capabilities in the IPPPIS</td>
<td>189</td>
</tr>
<tr>
<td>Table 7.1</td>
<td>Causes for Poor Performance of Projects</td>
<td>209</td>
</tr>
<tr>
<td>Table 7.2</td>
<td>Characteristics of Manufacturing Planning in Different Production Modes</td>
<td>216</td>
</tr>
<tr>
<td>Table 7.3</td>
<td>Benefit/ Time Saving in the Process Plan Generation Using IPPPIS Tool</td>
<td>235</td>
</tr>
<tr>
<td>Table 7.4</td>
<td>Machines Considered for the Study with Manufacturing Items Details</td>
<td>247</td>
</tr>
<tr>
<td>Table 7.5</td>
<td>Material and Labour Cost Details of the Components Manufactured</td>
<td>247</td>
</tr>
<tr>
<td>Table 7.6</td>
<td>Details of Saving in Manufacturing Cost Incurred by Reducing the Number of Manufactured Components</td>
<td>248</td>
</tr>
<tr>
<td>Table 7.7</td>
<td>Benefits Concurrent Engineering Implementation</td>
<td>249</td>
</tr>
</tbody>
</table>