List of Tables

CHAPTER-2
Table-2.1: DC, TMI and MMI couplers (MZI=Mach Zehnder Interferometer, DC=Directional coupler, TOMZ=thermooptic Mach Zehnder, DOS=Digital optical switch and TMI=two mode interference)

Table-2.2: Comparison between Calculated and other author’s reported value of L_x

Table-2.3: Different TMI/MMI based devices with device length
w_rmmi = width of Multimode region, Δβ=difference between propagation constant,
L_x= π/Δβ, L_c= coupling length, λ= wavelength, P=number of modes

Table-2.4: Amplitudes of spurious harmonics for various profiles [72]

Table-2.5: Designed parameters used for grating assisted TMI multiplexer by [76]

Table-2.6: C_1 and C_2 for different Δn values for the experiments [60]
V= normalized frequency=2.4, Wavelength λ=1.55 μm

Table-2.7: Optical properties of some materials for waveguide type integrated devices

Table-2.8: Characteristics of DC, TMI and MMI based device reported by different authors

CHAPTER-3

Table-3.1: Comparison of Coupling Coefficients obtained by using SEIM and Marcuse theory

Table-3.2: Design parameters DC, TMI coupler and MMI coupler

CHAPTER-4

Table-4.1: Device Design Parameters

CHAPTER-5

Table-5.1: Device Design Parameters

CHAPTER-6

Table-6.1: Design parameters of DC, TMI coupler and MMI coupler

Table-6.2: List of available etchants for wet etching

Table-6.3: Comparison of SEIM results with fabricated results

CHAPTER-7

Table-7.1: Device Design Parameters