REFERENCES


• Bollen MHJ (2000), Understanding power quality problems-voltage sags and interruptions, IEEE Press Piscataway, NJ.


Chakrabortty A and Ilic` MD (ed.) 2012, Control and optimization methods for electric smart grids, Springer.


• Ekanayake J et al. (2012), Smart grid technology and applications, Wiley Publisher.
• Ekram H, Zhu H and Poor HV (2012), Smart communications and networking, Cambridge University Press.


• Gajrani K et al. (2013), “Cyber security solution for wide area measurement systems in wind connected electric grid”, IEEE Innovative Smart Grid Technology-Asia, ISGT Asia 2013, pp.1-5.


• IEC Standard 61000-4-30 (2008), Power quality measurement methods.
• IEC Standard 61850 (2010), Communication networks and systems in substations.
• IEC 62351 (2012), Security standards for the power system information infrastructure.
• IEEE Standard 1547 (2003), Interconnecting distributed resources with electrical power systems.
• IEEE Std- C37.118.2TM (2011), IEEE standard for synchrophasor data transfer for power systems.
• IEEE Std-C37.244™ (2013), IEEE guide for phasor data concentrator requirements for power system protection, control, and monitoring.


• Phadke AK and Thorp JS (2008), Synchronized phasor measurements and their applications, Springer New York.


• POSOCO (2013), Synchrophasors Initiative in India, December 2013, [Online]. Available:www.posoco.in


• SEMI F47-0200 (2000), Specification for semiconductor processing equipment, voltage sag immunity, Santa Clara, California, USA.


