REFERENCES


Adam Neville. [1999]. How useful is the Water-Cement Ratio, Concrete International. 69-70.

Adam Neville. [2000]. Water-Concrete, A Love-Hate Relationship, Concrete International, 33-38.


ASTM C 1582 [2004]. Standard Specifications for Admixtures to Inhibit Chloride - Induced Corrosion of Reinforcing Steel in Concrete.


ASTM C 618, Standard Specification for Coal Flyash and Raw or Calcined Natural Pozzolona for use in Concrete.


Behnood A., Ziari H. [2008]. Effects of silica fume addition and water to cement ratio on the Properties of High strength concrete after exposure to high temperatures. Cement and Concrete Composites. 30[2], 106-112.


Committee ACI 211 Report on Selecting the Normal Weight Concrete Mix Proportions, American Concrete Institute, Detroit.

Committee ACI 212 Report on Admixtures in Concrete, American Concrete Institute, Detroit.

Committee ACI 363 [1984]. State-of-the-art report on high strength concrete [ACI 363R-84]. American Concrete Institute, Detroit.


Dinakar P. [2011]. High reactivity metakaolin for high strength and high performance concrete, The Indian Concrete Journal, April, 28-32.


Different Cementitious materials, The Indian Concrete Journal, 553-557.

Goldman A. and A. Bentur, [1989]. Bond effects in High strength silica-fume

Gopala Krishnan S, Rajamane N.P, Neelamegam N, Peter J.A and Dattatreya J.K .[2001]. Effect of partial Replacement of Cement with fly ash on strength and
Durability of High Performance Concrete, Indian Concrete Journal, May, 335-341.

Gopinatha Nayak, Nazeer M., Mattur Narasimhan C., Rajeeva S. V. [2005]. Fly ash
admixed high performance concrete under sulphate and chloride attack - an
experimental investigation, Proceedings of International Conference on

& Concrete Composites, Vol. 23, 479-484.

Hassan K.E., Cabrera, J.G., Maliehe R.S. [2000]. The effect of mineral admixtures on
the properties of High performance concrete, Cement and Concrete Research,

Hobbs D.W. [1986]. Alkali-Silica Reaction in Concrete. The Structural Engineers,
Vol.64A, No.12, Dec, 381-383.

of a Ground Granulated Blast Furnace Slag. Cement Concrete Aggregates.
3[1], 40-52.

Hooton R.D. [1993]. Influence of silica fume replacement of cement on physical
properties and resistance to sulfate attack freezing and thawing, and alkali-
silica reactivity. ACI Materials Journal, 90[2], 143-152.


IS 10262 [1982]. Recommended Guidelines for Concrete Mix Design.

IS 10262 [2009]. Recommended Guidelines for Concrete Mix Design.


IS 2386 [Part II: 1963]. Methods of Test for Aggregates for Concrete, Part II - Specific Gravity, Density, Voids, Absorption and Bulking, Indian Standards Institution, New Delhi.

IS 265 [1987]. Specifications for loss of mass with hydrochloric acid [Third Revision], Indian Standards Institution, New Delhi.


IS 516 [1959]. Methods of Test for Strength of Concrete. Indian Standards Institution, New Delhi.

IS 5513 [1976]. Vicat’s Apparatus [First Revision], Indian Standards Institution, New Delhi.


IS 5816 [1999]. Methods of Test for Split Tensile Strength of Concrete. Indian Standards Institution, New Delhi.


IS 9103 [1999]. Concrete Admixtures Specifications., Bureau of Indian Standards, New Delhi, India.


Komar A. [1987]. Building Materials and Composites, Mir Publisher, Moscow.


Malhotra V.M. [1981]. Developments in the Use of Super Plasticizers, ACI-SP-68.

Malhotra V.M. [2005]. Role of Supplementary Cementing Materials and Super Plasticizers in Reducing Green House Gas Emissions to the Environment,

Malhotra V.M. [1995]. Fly Ash, Silica Fume, Slag and Natural Pozzolans in Concrete, Fifth International Conference, Milwaukee, WI.


Neville A.M. [1987]. Why we have concrete durability problems. Concrete durability, Proceedings of Katharine and Bryant Mather International Conference, American Concrete Institute, 21-30.


Paul Zia. [1996]. High Performance Concrete a State of Art- review ACI-SP-159.


Shetty M.S.[2004] .Durability of Concrete, Concrete Technology, S.Chand & Company Ltd, New Delhi, India.


SP : 23 [1982]. Hand Book on Concrete mixes.


Suryawanshi C.S. [2007], Structural Significance of High Performance Concrete, The Indian Concrete Journal, 13-16.


Swamy R.N. [1986]. Cement replacement material, Blackie and Sons Ltd., 259.

Swamy, R. N. [1993]. Concrete with slag high performance and durability without tears, Durability and Retrofitting, Singapore Concrete Institute, July.


Young J.F. [2000]. The Chemical and Microstructural Basis for High performance Concrete Proceedings of High performance Concrete- Workability, Strength; and Durability, Hong Kong, V 1, 87-103.


