# LIST OF TABLES

<table>
<thead>
<tr>
<th>Table</th>
<th>Description</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>4.1</td>
<td>Chemical and physical properties of 53 grade OPC</td>
<td>38</td>
</tr>
<tr>
<td>4.2</td>
<td>Sieve analysis of typical fine aggregate sample</td>
<td>39</td>
</tr>
<tr>
<td>4.3</td>
<td>Results of fine aggregate</td>
<td>39</td>
</tr>
<tr>
<td>4.4</td>
<td>Results of coarse aggregate</td>
<td>40</td>
</tr>
<tr>
<td>4.5</td>
<td>Sieve analysis of typical coarse aggregate sample</td>
<td>40</td>
</tr>
<tr>
<td>4.6</td>
<td>Test results of silica fume</td>
<td>41</td>
</tr>
<tr>
<td>4.7</td>
<td>Properties of superplasticizer</td>
<td>42</td>
</tr>
<tr>
<td>5.1</td>
<td>Target mean compressive strength when data are not available to establish a standard deviation</td>
<td>46</td>
</tr>
<tr>
<td>5.2</td>
<td>Maximum size of coarse aggregate</td>
<td>46</td>
</tr>
<tr>
<td>5.3</td>
<td>Determination of the minimum water dosage</td>
<td>47</td>
</tr>
<tr>
<td>5.4</td>
<td>Approximate entrapped air content</td>
<td>48</td>
</tr>
<tr>
<td>5.5</td>
<td>Coarse aggregate content</td>
<td>48</td>
</tr>
<tr>
<td>5.6</td>
<td>Detailed quantities of ingredients in M60 grade HPC trial mixes</td>
<td>55</td>
</tr>
<tr>
<td>5.7</td>
<td>Detailed quantities of ingredients in M70 grade HPC trial mixes</td>
<td>56</td>
</tr>
<tr>
<td>5.8</td>
<td>Detailed quantities of ingredients in M80 grade HPC trial mixes</td>
<td>57</td>
</tr>
<tr>
<td>5.9</td>
<td>Detailed quantities of ingredients in M90 grade HPC trial mixes</td>
<td>58</td>
</tr>
<tr>
<td>5.10</td>
<td>Detailed quantities of ingredients in M100 grade HPC trial mixes</td>
<td>59</td>
</tr>
<tr>
<td>5.11</td>
<td>Detailed quantities of ingredients in M110 grade HPC trial mixes</td>
<td>60</td>
</tr>
<tr>
<td>5.12</td>
<td>Types of strength-related tests and their specimen sizes</td>
<td>61</td>
</tr>
<tr>
<td>5.13</td>
<td>Types of durability-related tests and their specimen sizes</td>
<td>62</td>
</tr>
<tr>
<td>6.1</td>
<td>Workability results of M60 grade HPC trial mixes</td>
<td>74</td>
</tr>
<tr>
<td>6.2</td>
<td>Workability results of M70 grade HPC trial mixes</td>
<td>74</td>
</tr>
<tr>
<td>6.3</td>
<td>Workability results of M80 grade HPC trial mixes</td>
<td>75</td>
</tr>
<tr>
<td>Section</td>
<td>Description</td>
<td>Page</td>
</tr>
<tr>
<td>---------</td>
<td>-----------------------------------------------------------------------------</td>
<td>------</td>
</tr>
<tr>
<td>6.4</td>
<td>Workability results of M90 grade HPC trial mixes</td>
<td>75</td>
</tr>
<tr>
<td>6.5</td>
<td>Workability results of M100 grade HPC trial mixes</td>
<td>76</td>
</tr>
<tr>
<td>6.6</td>
<td>Workability results of M110 grade HPC trial mixes</td>
<td>76</td>
</tr>
<tr>
<td>6.7</td>
<td>Cube compressive strength results of M60 grade HPC trial mixes at various ages</td>
<td>82</td>
</tr>
<tr>
<td>6.8</td>
<td>Cube compressive strength results of M70 grade HPC trial mixes at various ages</td>
<td>82</td>
</tr>
<tr>
<td>6.9</td>
<td>Cube compressive strength results of M80 grade HPC trial mixes at various ages</td>
<td>83</td>
</tr>
<tr>
<td>6.10</td>
<td>Cube compressive strength results of M90 grade HPC trial mixes at various ages</td>
<td>83</td>
</tr>
<tr>
<td>6.11</td>
<td>Cube compressive strength results of M100 grade HPC trial mixes at various ages</td>
<td>84</td>
</tr>
<tr>
<td>6.12</td>
<td>Cube compressive strength results of M110 grade HPC trial mixes at various ages</td>
<td>84</td>
</tr>
<tr>
<td>6.13</td>
<td>Compressive strength development of M60 grade HPC trial mixes corresponding to their respective 28 days strength</td>
<td>85</td>
</tr>
<tr>
<td>6.14</td>
<td>Compressive strength development of M70 grade HPC trial mixes corresponding to their respective 28 days strength</td>
<td>85</td>
</tr>
<tr>
<td>6.15</td>
<td>Compressive strength development of M80 grade HPC trial mixes corresponding to their respective 28 days strength</td>
<td>86</td>
</tr>
<tr>
<td>6.16</td>
<td>Compressive strength development of M90 grade HPC trial mixes corresponding to their respective 28 days strength</td>
<td>86</td>
</tr>
<tr>
<td>6.17</td>
<td>Compressive strength development of M100 grade HPC trial mixes corresponding to their respective 28 days strength</td>
<td>87</td>
</tr>
<tr>
<td>6.18</td>
<td>Compressive strength development of M110 grade HPC trial mixes corresponding to their respective 28 days strength</td>
<td>87</td>
</tr>
<tr>
<td>6.19</td>
<td>Compressive strength activity index of M60 grade HPC trial mixes at various ages</td>
<td>88</td>
</tr>
</tbody>
</table>

xxi
6.20 Compressive strength activity index of M70 grade HPC trial mixes at various ages 88
6.21 Compressive strength activity index of M80 grade HPC trial mixes at various ages 89
6.22 Compressive strength activity index of M90 grade HPC trial mixes at various ages 89
6.23 Compressive strength activity index of M100 grade HPC trial mixes at various ages 90
6.24 Compressive strength activity index of M110 grade HPC trial mixes at various ages 90
6.25 Cylinder compressive strength results of M60 grade HPC trial mixes at 28 days 101
6.26 Cylinder compressive strength results of M70 grade HPC trial mixes at 28 days 102
6.27 Cylinder compressive strength results of M80 grade HPC trial mixes at 28 days 102
6.28 Cylinder compressive strength results of M90 grade HPC trial mixes at 28 days 103
6.29 Cylinder compressive strength results of M100 grade HPC trial mixes at 28 days 103
6.30 Cylinder compressive strength results of M110 grade HPC trial mixes at 28 days 104
6.31 Splitting tensile strength of M60 grade HPC trial mixes at 28 days 107
6.32 Splitting tensile strength of M70 grade HPC trial mixes at 28 days 108
6.33 Splitting tensile strength of M80 grade HPC trial mixes at 28 days 108
6.34 Splitting tensile strength of M90 grade HPC trial mixes at 28 days 109
6.35 Splitting tensile strength of M100 grade HPC trial mixes at 28 days 109
6.36 Splitting tensile strength of M110 grade HPC trial mixes at 28 days 110
6.37 Flexural strength of M60 grade HPC trial mixes at 28 days 114
6.38 Flexural strength of M70 grade HPC trial mixes at 28 days 114
6.39 Flexural strength of M80 grade HPC trial mixes at 28 days 114
6.40 Flexural strength of M90 grade HPC trial mixes at 28 days 115
6.41 Flexural strength of M100 grade HPC trial mixes at 28 days 115
6.42 Flexural strength of M110 grade HPC trial mixes at 28 days 115
6.43 Modulus of elasticity of M60 grade HPC trial mixes at 28 days 120
6.44 Modulus of elasticity of M70 grade HPC trial mixes at 28 days 120
6.45 Modulus of elasticity of M80 grade HPC trial mixes at 28 days 120
6.46 Modulus of elasticity of M90 grade HPC trial mixes at 28 days 121
6.47 Modulus of elasticity of M100 grade HPC trial mixes at 28 days 121
6.48 Modulus of elasticity of M110 grade HPC trial mixes at 28 days 121
6.49 Flexural toughness of M60 grade HPC trial mixes at 28 days 125
6.50 Flexural toughness of M70 grade HPC trial mixes at 28 days 125
6.51 Flexural toughness of M80 grade HPC trial mixes at 28 days 125
6.52 Flexural toughness of M90 grade HPC trial mixes at 28 days 126
6.53 Flexural toughness of M100 grade HPC trial mixes at 28 days 126
6.54 Flexural toughness of M110 grade HPC trial mixes at 28 days 126
6.55 Ultrasonic pulse velocity of M60 grade HPC trial mixes at 28 days 128
6.56 Ultrasonic pulse velocity of M70 grade HPC trial mixes at 28 days 128
6.57 Ultrasonic pulse velocity of M80 grade HPC trial mixes at 28 days

6.58 Ultrasonic pulse velocity of M90 grade HPC trial mixes at 28 days

6.59 Ultrasonic pulse velocity of M100 grade HPC trial mixes at 28 days

6.60 Ultrasonic pulse velocity of M110 grade HPC trial mixes at 28 days

7.1 Saturated water absorption (SWA) results of M60 grade HPC trial mixes

7.2 Saturated water absorption (SWA) results of M70 grade HPC trial mixes

7.3 Saturated water absorption (SWA) results of M80 grade HPC trial mixes

7.4 Saturated water absorption (SWA) results of M90 grade HPC trial mixes

7.5 Saturated water absorption (SWA) results of M100 grade HPC trial mixes

7.6 Saturated water absorption (SWA) results of M110 grade HPC trial mixes

7.7 Porosity results of M60 grade HPC trial mixes

7.8 Porosity results of M70 grade HPC trial mixes

7.9 Porosity results of M80 grade HPC trial mixes

7.10 Porosity results of M90 grade HPC trial mixes

7.11 Porosity results of M100 grade HPC trial mixes

7.12 Porosity results of M110 grade HPC trial mixes

7.13 Sorptivity results of M60 grade HPC trial mixes

7.14 Sorptivity results of M70 grade HPC trial mixes

7.15 Sorptivity results of M80 grade HPC trial mixes

7.16 Sorptivity results of M90 grade HPC trial mixes

7.17 Sorptivity results of M100 grade HPC trial mixes
7.18 Sorptivity results of M110 grade HPC trial mixes
7.19 Acid resistance results of M60 grade HPC trial mixes
7.20 Acid resistance results of M70 grade HPC trial mixes
7.21 Acid resistance results of M80 grade HPC trial mixes
7.22 Acid resistance results of M90 grade HPC trial mixes
7.23 Acid resistance results of M100 grade HPC trial mixes
7.24 Acid resistance results of M110 grade HPC trial mixes
7.25 Sea water resistance of M60 grade HPC trial mixes at 28 days
7.26 Sea water resistance of M70 grade HPC trial mixes at 28 days
7.27 Sea water resistance of M80 grade HPC trial mixes at 28 days
7.28 Sea water resistance of M90 grade HPC trial mixes at 28 days
7.29 Sea water resistance of M100 grade HPC trial mixes at 28 days
7.30 Sea water resistance of M110 grade HPC trial mixes at 28 days
7.31 Abrasion resistance results of M60 grade HPC trial mixes at the age of 28 days
7.32 Abrasion resistance results of M70 grade HPC trial mixes at the age of 28 days
7.33 Abrasion resistance results of M80 grade HPC trial mixes at the age of 28 days
7.34 Abrasion resistance results of M90 grade HPC trial mixes at the age of 28 days
7.35 Abrasion resistance results of M100 grade HPC trial mixes at the age of 28 days
7.36 Abrasion resistance results of M110 grade HPC trial mixes at the age of 28 days
7.37 Impact strength of M60 grade HPC trial mixes at 28 days
7.38 Impact strength of M70 grade HPC trial mixes at 28 days 186
7.39 Impact strength of M80 grade HPC trial mixes at 28 days 186
7.40 Impact strength of M90 grade HPC trial mixes at 28 days 187
7.41 Impact strength of M100 grade HPC trial mixes at 28 days 187
7.42 Impact strength of M110 grade HPC trial mixes at 28 days 188
7.43 Rapid chloride penetration results of M60 grade HPC trial mixes at the age of 28 days 192
7.44 Rapid chloride penetration results of M70 grade HPC trial mixes at the age of 28 days 192
7.45 Rapid chloride penetration results of M80 grade HPC trial mixes at the age of 28 days 193
7.46 Rapid chloride penetration results of M90 grade HPC trial mixes at the age of 28 days 193
7.47 Rapid chloride penetration results of M100 grade HPC trial mixes at the age of 28 days 194
7.48 Rapid chloride penetration results of M110 grade HPC trial mixes at the age of 28 days 194
7.49 Accelerated electrolytic corrosion results of M60 grade HPC trial mixes at the age of 28 days 197
7.50 Accelerated electrolytic corrosion results of M70 grade HPC trial mixes at the age of 28 days 198
7.51 Accelerated electrolytic corrosion results of M80 grade HPC trial mixes at the age of 28 days 198
7.52 Accelerated electrolytic corrosion results of M90 grade HPC trial mixes at the age of 28 days 199
7.53 Accelerated electrolytic corrosion results of M100 grade HPC trial mixes at the age of 28 days 199

7.54 Accelerated electrolytic corrosion results of M110 grade HPC trial mixes at the age of 28 days 200

7.55 Alkalinity results of M60 grade HPC trial mixes 202

7.56 Alkalinity results of M70 grade HPC trial mixes 202

7.57 Alkalinity results of M80 grade HPC trial mixes 203

7.58 Alkalinity results of M90 grade HPC trial mixes 203

7.59 Alkalinity results of M100 grade HPC trial mixes 204

7.60 Alkalinity results of M110 grade HPC trial mixes 204