


Anjaneyulu, M. (1975). A note on the demarcation of alluviam and occurrence of ground water on the either side of the Swarnamukhi river in Gudiur taluk, Unpublished report of the State Ground Water Department, A.P.


diameter open wells Tech. Series. M (2) 33.p

Central Ground Water Board, Ministry of Water Resources Govt. of India 19+94,


Chorley, R.J. 1966: The application of stastical methods to Geology. In: G.H. Dury


Clarke, J.L., 1967. Morphometry from maps in G.H. Dury (Editor), Essay in

Vol.15, p.394.


Dalton, M.G.and Upchurch, S.B.(1978). Interpretation of hydrogeochemical facies by
factor analysis, Ground water. Vol.16, No.4 pp. 228-233.


Ground Water Dept., Guntur, Govt. of A.P., January, 1999, “Report on Ground Water Investigation in and around M/S Gujarat Ambujas proposed Cement project and power plant area at Nadikudi village, Dachepalli mandal, Guntur district A.P” p.53


viii

Holland, 1904. Jour. Queen Victoria Memorial Fund, Vol. II


ISI : 10,500 (1983). Indian standard specification for drinking water, Indian Standards Institution, Manak Bhavan, New Delhi, India.


Jakosky, J.J. and Hopper, R.H. (1937). The effect of moisture upon the direct current resistivities of oil sands, Geophysics 2, pp.33-35.


Pradeep Raj et. al 1991 emote sensing techniques to locate ground water potential zones in upper Urmil River Basin, district Chhatarpur Central India Journal of the Indian Society of Remote Sensingphotpp135-147


Sharma, V.V. and Rao, V.B. (1962). Variation of electrical resistivity of river sands, calcite and quartz power with water conten, Geophysics 27, pp.470-479.


Schlumberger, Log Interpretation charts, 1978 edition


Subrahmanyam, V.P. (1956). Water balance of India according to thornthwaite’s concept of potential evapotranspiration, Annals Assn. of Amer. Geographers, Vol.No.46, No.3


