REFERENCES

Adams, J. and Irwin, R (1994) The use of high density ammonium nitrate mim-pnll blasting agents to reduce drilling and blasting cost, *Proc 20th Conf on Explosives and Blasting Technique*, Austin, Texas, pp 459-466


Anderson, O (1952) Blast hole burden design *Proc Aus IMM*, No 166-7


Bergmann, O R (1983) Effect of explosive properties, rock type and delays on fragmentation in large model blasts, *Proc 1st Int Symp on Rock Fragmentation by Blasting*, Lulea, August, pp 71-78

Berta, G (1990) *Explosives An Engineering Tool*, Italesplosivi, Milano


Bhatt, R L (1996) Rampura Agucha Mine (Personal Communication)


Burkley, W C (1979) Geology and its effects on blasting, *Proc 5th Conf on Explosives and Blasting Technique*, St Louis, Missouri, pp 105-120


Cheimanoff, N M , Chavez, R and Schleifer, J (1993) FRAGSCAN• A scanning tool for fragmentation after blasting 4th Int Symp on Rock Fragmentation by Blasting, pp 325-330


Dick, R A, Fletcher, L R and D'Andrea, D V (1973) *A Study of Rock Fragmentation From Bench Blasting in Limestone at a Reduced Scale*, USBM, RI 7704

Dojcar, O (1991) Investigations of blasting parameters to optimise fragmentation *Trans Inst Min and Metall Section A Mining Industry* 100, January-April, pp A31-A41


Duvall, W I and Atchison, T C (1957) *Rock Breakage by Explosives*, USBM, RI 5356


Fletcher, L R and D'Andrea, D V (1986) Control of flyrock in blasting, *Proc 12th Conf on Explosives and Blasting Technique*, Atlanta, Georgia, pp 167-177


Grundström, C B (1994) Blast modifications at Island Copper, *Proc 20th Conf on Explosives and Blasting Technique*, Austin, Texas, pp 227-234


ICI (1993) *Blasting in Quarries and Open Pits*, ICI Australia Operations Pty Ltd, Explosives Division


Maynard, B C (1990) A blast design model using the inherent fragmentation of a rock mass, 
*CIM Bulletin*, August, pp 71-77

Mckenzie, C K (1993) Methods of improving blasting operations *Comprehensive Rock 

Singapore

with physical rock properties and rotary drill performance in Turkish surface coal mines, 
*Proc 7th ISRM Symp*, Vol 2, Aachen, Deutschland, pp. 1049-1051

Munjiza, A, Owen, D R J, Bicanic, N and Williams, J R (1994) On a rational approach to 
rock blasting *Proc Computer Method and Advances in Geomechanics*, Balkema, (Edited 
by Sinwardene & Zaman), pp 857-863

Fragmentation by Blasting*, Lulea, Sweden, pp 653-664


NIRM (1995) Vibration and air overpressure studies at Rampura Agucha mine, *NIRM Report*

APPLEX.

Ouchterlony, F, Niklasson, B and Abrahamsson, S (1990) Fragmentation monitoring of 
production blasts at Mrma, *Proc. 3rd Int Symp on Rock Fragmentation by Blasting*, 
AusIMM, Brisbane, pp 283-289

Vol 31, No 6, pp 699-706

Explosives and Blasting Research*, Nashville, Tennessee, pp 269-285

Palmstrom, A (1985) Application of the volumetric joint count as a measure of rock mass 

system application, *Int J of Surface Mining*, No. 3, pp. 127-131


CRC


Pompanna, Y V and Chikkareddy, F V (1993) Improving blasting performance by air 
decking an experiment, *Proc Nat. Sem on Advances in Drilling and Blasting*, 
Kudremukh, October, pp 363-368.


Sarathy, M.O. (1996) IDL Chemicals Limited (*Personal Communication*)


Thomas, N. L. (1986) Blasting factors influencing the choice of blasthole size for quarrying, *Proc 12th Conf on Explosives and Blasting Technique*, Atlanta, Georgia, pp 5-19


Wiss, J F and Linehan, P W (1978) Control of Vibration and Blast Noise from Surface Coal Mining, U S Bureau of Mines Open File Report 103-79

Workman, J L. and Calder, P N (1994) Flyrock prediction and control in surface mine blasting, Proc 20th Conf on Explosives and Blasting Technique, Austin, Texas, pp 59-74


Worsey, P (1990) Stemming ejection comparison of conventional stemming and stemming incorporating blast control plugs for increasing explosion energy use, Proc 4th Int Symp on Rock Fragmentation by Blasting, Vienna, Austria, pp 361-367
