


References


[31] Miller, V.C. A quantitative geomorphic study of drainage basin characteristics in the Clinch Mountain area, Virginia and Tennessee, Project NR 389042, Tech. Rept. 3., Columbia University, Department of Geology, ONR Geography Branch, New York., 1953.


References


References


[55] Oksanen, J. & Sarjakoski, T. Error propagation analysis of DEM-based drainage


digital elevation models: a comparison and field verification, *Hydrological

[112] Fekete, B.M., et al. Scaling gridded river networks for macroscale hydrology:
Development, analysis, and control of error, *Water Resources Research* **37** (7),

906, 2008.


[115] Maynard, J.J. & Johnson, M.G. Scale-dependency of lidar derived terrain
attributes in quantitative soil-landscape modeling: Effects of grid resolution vs.

without the use of threshold, *Geocarto International* **30** (8), 894-904, 2015.

high-resolution digital elevation data: applications and issues, *Canadian Journal

[118] d'Oleire-Oltmanns, S., et al. An object-based workflow to extract landforms at
multiple scales from two distinct data types, *IEEE Geoscience and Remote

[119] Singh, S.K. Coordinate transformation between Everest and WGS-84 datums – a
parametric approach, Geodetic & Research Branch, Survey of India, Dehradun,
India, 2002.


