List of Tables

Table 1.1: Suitability of Nano Particles in Radiators 7
Table 2.1: Mass Fractions of MWCNTs Mixed with Base Coolant 47
Table 2.2: Stability Variation with Change In Zeta Potential. 49
Table 2.3: Zeta Potential of Normal Water and Carboxylated Water with CNTs 52
Table 3.1: Corrosion Results of Base Coolants. 57
Table 3.2: Corrosion Results of Coolant Dispersed With CNTs 58
Table 3.3: Foam Test Results as Per ASTM D1881 of Nano Fluids 60
Table 3.4: Results of the ASTM D 4340 Test with Nano Fluids 63
Table 4.1: The Specific Heat Values of Carboxylated water with Various Concentrations of CNTs 72
Table 4.2: The Boiling Point Values Carboxylated Water with Various Concentrations of CNTs 73
Table 4.3: The Freezing Point Values of Carboxylated water with Various Concentrations of CNTs 75
Table 4.4: Density Values of Carboxylated water with Various Concentrations of CNTs 76
Table 5.1: Percentage Enhancements in $U_i$ for Various Concentrations of MWCNTs when Dispersed In Carboxylated Water with Air Velocity 5m/s. 90
Table 5.2: Percentage Enhancements in $U_i$ for Various Concentrations of MWCNTs when Dispersed In Carboxylated Water with Air Velocity 10m/s 92
Table 5.3: Percentage Enhancements in $U_i$ for Various Concentrations of MWCNTs when Dispersed In Carboxylated Water When Air Velocity Is 15 m/s 94
Table 5.4: Percentage Reduction in $A_i$ for Various Combinations of MWCNTs When Dispersed in Carboxylated Water with 96
Air Velocity 5m/s.

Table 5.5: Percentage Reduction in $A_i$ for Various Combinations of MWCNTs When Dispersed in Carboxylated Water with Air Velocity 10m/s.

Table 5.6: Percentage Reduction in $A_i$ for Various Combinations of MWCNTs When Dispersed in Carboxylated Water with Air Velocity 15m/s.

Table 5.7: Percentage Reduction in $m_h$ for Various Combinations of MWCNTs When Dispersed in Carboxylated Water.

Table 5.12: Uncertainties of Different Variables