REFERENCES

1. ACI 211 4R 93, ‘Guide for selecting proportions for High-Strength concrete with Portland cement and fly ash’, Reported by ACI Committee 211.


3. ACI Committee 318 1999, ‘Building code Requirements for Structural Concrete: (ACI 318-99); and commentary (ACI 318R-99), American Concrete Institute, Farmington Hills, Michigan.


21. ASTM C 1240-14, ‘Standard specification for Silica fume used in cementitious mixtures’, Developed by sub committee C09.24
22. ASTM C 494/C494M-05, ‘Standard specification for chemical Admixtures for Concrete’, ASTM INTERNATIONAL.


41. BIS: 2386 (part4) - 1963, ‘Methods of test for aggregates for concrete: Mechanical properties’, Bureau of Indian Standards, New Delhi, India.


43. BIS: 3085 (Part 7) 1963, ‘Methods of test for Permeability of cement mortar and concrete’, Bureau of Indian Standards, New Delhi, India.

44. BIS: 3812 (part1) 2003, ‘Pulverised fuel ash specification Part1 For use as Pozzalana in Cement. Cement mortar and Concrete’, Bureau of Indian Standards, New Delhi, India.


49. BIS: 10262-2009, ‘Concrete mix proportioning-guidelines’, Bureau of Indian Standards, New Delhi, India.


83. Galeota, D & Giammatteo, MM 1997, ‘High-Strength Concrete Beams Subjected to Shear’, High Strength Concrete, First International Conference held in Kona, Hawaii, Sponsored by the United Engineering Foundation, ASCE, 0-7844-0419-4, pp. 670.


137. Park, R & Paulay, T 1975, Reinforced concrete structure wiley. UK.


143. Rajkumar, N & Hema, S 2011, ‘Reuse of Textile ETP Sludge as Construction Material’, Department of NBM, Medium Construction Information.


