References


12. Srinivasarao Lathabai, Yiu-Wing Mai, and Brian R. Lawn [12]


20. C Gilbert[20], R.N.Petrany¹, R.O.Ritche¹,R.H.Dauskardt² and R.W.Steinbrech³ “Cyclicfatigue in monolithic alumina: mechanisms for crack advance promoted by
frictional wear of grain bridges” journal of material science 30(1995) 643-654


22. In 1995, Ichiro Maekawa and Hiroshi Shibata [22] in “Characteristic Property of Impact Fracture Toughness” has reported that Impact fracture experiments were performed using three CT type specimens made of PMMA with the size ratio 1:2:3 with analogous geometry


39. Dong-Sheng Wang, Tao Yu, and An Hu [38] (Department of Physics & National Laboratory of Solid State Microstructures, Nanjing University, Nanjing 210093, People's Republic of China) Di Wu, Ai-Dong Li, Zhi-Guo Liu, and Nai-Ben Ming (Department of Material Science and Engineering and National Laboratory of Solid State Microstructures, Nanjing University, Nanjing 210093, People's Republic of China) “Impact of forming gas annealing on the fatigue characteristics of ferroelectric SrBi$_2$Ta$_2$O$_9$ thin films” Volume 79, Issue 14, pp. 2237-2239 (2001).


48. Lifetime of Alumina- and Zirconia Ceramics Used for Crown and Bridge Restorations, Joachim Tinschert, Gerd Natt, Nina Mohrbotter, Hubertus Spiekermann, Karen A. Schulze 9 November 2005; revised 21 February 2006; accepted 22 February 2006 Published online 12 July 2006 in Wiley InterScience.
