ACKNOWLEDGEMENT

The author expresses her heartfelt gratitude and sincere thanks to Dr. G.M. Samuel Knight, Professor of Civil Engineering for his valuable guidance, suggestions, constant support and encouragement throughout the period of this research work.

The author is grateful to Dr. Nagesh. R. Iyer, Director, CSIR-Structural Engineering Research Centre, Chennai and joint supervisor for permitting the author to conduct experiments at SERC and for all his suggestions and guidance, Dr. S. Seetharaman, Professor in Civil Engineering Sathyabama University, and Dr. R. Senthil Associate Professor, Department of Civil Engineering, for their useful and valid comments and suggestions during the periodic Doctoral Committee meetings. The author is thankful to Dr. G. S. Palani Senior Principal Scientist, Mr. V. Marimuthu, Scientist of Structural Steel Research Facility and Mr. V. Ramesh Kumar Scientist of the Computational Structural Mechanics Group, CSIR-Structural Engineering Research Centre, Chennai, for their expert comments and suggestions during the tenure of her study and also the AML staff, CSIR-Structural Engineering Research Centre, Chennai, for their support and help to conduct the experimental studies.

The author thanks Dr. K. Ilamparuthi, Professor and Head, Department of Civil Engineering and all the teaching faculty members for all their support and advice.

The author is extremely thankful for the encouragement and co-operation of her husband, daughter, parents, parents in-law and all her family members without which this work would not have been possible.

BEULAH GNANA ANANTHI G