ACKNOWLEDGEMENTS

First of all, I would like to express my profound sense of gratitude to Prof. Sujit K. Biswas, Department of Electrical Engineering, Jadavpur University, Kolkata, and Dr. Biswajit Majumdar, Department of Physics, Sripat Singh College, Jiaganj, Murshidabad, West Bengal, for their enduring supervision, constant encouragement and valuable guidance during the execution of this research work.

I must take the opportunity to convey my unequivocal sense of gratitude and indebtedness to Prof. Nirmal K. Deb, Prof. Biswarup Basak, Prof. Sujoy Basu, Prof. Anjan Rakshit and Prof. Fazal A. Talukdar for their valuable suggestion when needed.

I place it on record my deep sense of gratitude to Government College of Engineering and Textile Technology, Berhampore, West Bengal, India for giving me the opportunity to undergo this course of study.

I am indebted to all the faculty, staff and research scholars of Department of Electrical Engineering, Jadavpur University and Government College of Engineering and Textile Technology, Berhampore, for extending generous help whenever needed.

I am also thankful to Abhijit Majumdar, Dr. Sudip Bandyopadhyay, Dr Samiran Ghosh, Dr Sankar Mandal, Dr. Koushik Mukherjee, Tapas Halder, S. S. Sasmal and all my friends and colleagues for their valuable help and constant encouragement.

Shib Sankar Saha