ACKNOWLEDGEMENTS

Hearty Acknowledgements of the writer are due to:

'MOTHER' KRISHNA PALYA for providing the entire 'ENERGY' to undertake and complete the work independently.

Prof. B. Mahapatra, Principal, University college of Engineering, Bura for providing all the facilities for the work at the College.

Dr. V.V. Jayaraman, Prof., and Head of the Civil Engineering Department, for giving useful suggestions and encouragement throughout the work.

Sri A.V. Acharyulu of Highway Engineering Laboratory for his help in making arrangements and in conducting different tests.

Sri J. Sadangi of Mechanical Engineering Department for the patient job of tracing the drawings.

Sri J. Stephen and J. Radha Krishna for typing the final manuscript.

Sri K.C. Rout of Civil Engineering Department for the preliminary typing.

Sri P. Madhavaiah and Miss. K. Vanaja Rao for help during typing and verification.

Acknowledgements with thanks are also expressed to Prof. C.L. Monismith, of University of California (U.S.A.);

Sadao Nagano, Head of the Pavement Research Laboratory, Japan and Dr. Taylor, Executive Director of the Australian Road Research Board for arranging to send reprints of some of the papers and to the authorities of the Sambalpur University for providing a Research Grant of Re. 1,000/- for purchasing some equipments in connection with this thesis.

---