REFERENCES


Barlow, A.C., 1959. 'Site section'. Continued education series No.83, Proceedings of the conference on industrial water conservation, University of Michigan, School of Public Health, Ann Arbor, 49-56.


Boersma, L., 1970. 'Warm water utilization'. Proc. of the Conf. on the beneficial uses of thermal discharges, New York State Dept. of Environmental Conservation, Albany, N.Y.


Grande, M., 1964. 'Water pollution studies in the river Otra, Norway - effects of pulp and paper mill wastes on fish'. Air Water Pollution, 8, 77.


Hinge, D.C., 1977. 'Experiences in continuous monitoring of river water quality'. Proc. at seminar on water research, Thames Water Authority, Sea Division.


GESAMP, 1968. 'The evaluation of the hazards of harmful substances carried by ships', Reports and Studies, Transactions of UN bodies, 1982, No.17.

IS: 3025-1964. 'Methods of sampling and test (physical and chemical) for water used in industry'.
Indian Standards Institution, New Delhi, (5th reprint, 1979), 12-14.

IS: 2296-1974. 'Tolerance limits for inland surface waters subjected to pollution'.
Indian Standards Institution, New Delhi.

IS: 2490 (Part I) - 1974. 'Tolerance limits for industrial effluents discharged into inland surface waters'.
Indian Standards Institution, New Delhi.

IS: 3306-1974. 'Tolerance limits for industrial effluents discharges into public sewers'.
Indian Standards Institution, New Delhi.

IS: 7967-1976. 'Criteria for controlling pollution of marine coastal areas'.
Indian Standards Institution, New Delhi.

IS: 7968-1976. 'Tolerance limits for industrial effluents discharged into marine coastal areas'.
Indian Standards Institution, New Delhi.

IS: 5064 (Part I) - 1978. 'Guide for treatment and disposal of effluents of pulp, paper and board industries. Part I: for mills with chemical recovery systems'.
Indian Standards Institution, New Delhi.


Powell, T.W., 1875. 'Exploration of the Colorado river and of the west and its tributaries in 1869,70,71 and 72'. Report Published by Secretary of the Smithsonian Institution, Washington, D.C., 241.


Technical Report of Severn-Trent Water Authority,
Birmingham.

monomolecular equations'. J. Water Pollut. Control.
Fed., 32(6).

Perspect., 12, 115.

Streeter, H.W. and E.B. Phelps, 1925. 'A study of the
pollution and natural purification of the Ohio river'.
Annal No. 146, U.S. Public Health Service,
Washington D.C.

Strickland, J.J.H. and T.R. Parsons, 1968. 'A manual of
125, 11-28.

15, 5.

Tariq, A.M. and A. Shamim, 1979. 'A water quality
study of a stretch of the river Tigris'.
Water Research, 13, 785-790.

Thackston, E.L. and P.A. Krenkel, 1969. 'Reaeration
prediction in natural streams'. J. San. Engg.

Thomas, H.A., 1948. 'Pollution load capacity of streams'.
Water sewage works, 95, 409.

Thomas, H.A., 1950. 'Graphical determination of BOD curve
constants'. Water and sewage works, 97, 123.

++ Stockholm, 1972. UN Conference on the Human Environment -
UN General Assembly Resolution 2398 (XIII).


+ U.N. Economic and Social Council, 1968. 'Water


Wolman, M.G., 1964. 'Problems posed by sediment derived from construction activities in Maryland'. Report to the Maryland Water Pollution Control Commission, Annapolis, 125 pp.


*Not referred to in original