ACKNOWLEDGEMENTS

The author wishes to express his deep sense of gratitude to Dr. K.V. Jagannadha Rao, Principal, R.V.R & J.C. College of Engineering, Guntur for his guidance, inspiration and constant encouragement throughout this research work. The author expresses his deep sense of gratitude to Dr. T. Sanjeeva Reddy, Professor, G.P.R. Engineering College, Kurnool and Dr. C. Uma Shankar, Professor, Department of O.R & S.Q.C., Sri Krishnadevaraya University, P.G. Centre, Kurnool for their guidance for successful completion of the work.

The author is grateful to Dr. P. Jayarami Reddy, Principal, G.I. Engineering College, Kurnool and Dr. B. Dattatraya Sarma, Head of the Department of Industrial and Production Engineering G.P.R. Engineering College, Kurnool for their encouragement.

The author expresses his special thanks to Dr. Y.V. Mohan Reddy, Professor, Department of Industrial and Production Engineering G.P.R. Engineering College, Kurnool for his timely suggestions during the dissertation period. The author would like to thank his colleagues for extending their support.

The author expresses his thanks to Mr. J.R.B. Rama Mohan, Annapurna Xerox Centre, in bringing out the Thesis into a book shape.

The author thanks his parents, wife and family members for their affection, encouragement, inspiration and co-operation they have extended to him throughout his research work.

Last but not least, the author is thankful to one and all who have helped him in bringing out this task.

K. MADHAVA REDDY