REFERENCES


[127] Z. Chen and R. C Qiu, “Prediction of channel state for cognitive radio using higher-order
hidden Markov model,” Proceedings of the IEEE Southeast Conference Concord (NC,

[128] A. Hyvarinen, “Fast and robust fixed-point algorithms for independent component

[129] Ivan Wang-Hei Ho, Bongjun Ko and Zafer M, “Blind Estimation of Transmit-Power for


[131] M. Vutukuru, K. Jamieson, and H. Balakrishnan, “Harnessing exposed terminals in
wireless networks,” in Proc. of the 5th USENIX Symposium on Networked Systems
Design and Implementation, 2008.

[132] K. Mittal and E. Belding, “Rtss/ctss: Mitigation of exposed terminals in static 802.11-

[133] K. Szott and Katarzyna, "A survey of MAC layer solutions to the hidden node problem in

hidden terminal problem in carrier sense multiple-access and the busy tone solution,"
Communications, IEEE Transactions on Communications, Vol.23.12, pp. 1417-1433,
1975.


[260] 3GPP TR 32.855, Technical Reports, 3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Telecommunication management; Study on QAM support for licensed shared access (LSA); (Release 13), 2015.