ACKNOWLEDGEMENT

The author expresses her sincere heartfelt thanks and gratitude to guide Dr. V.G. Srisanthi, Associate Professor in Civil Engineering Department, Coimbatore Institute of Technology, Coimbatore for her valuable suggestions, guidance, constant encouragement and discussions which enabled the successful completion of this thesis works in time.

The author is deeply indebted to Dr. K. Subramanian, Former Professor and Head of the Civil Engineering Department, Coimbatore Institute of Technology, Coimbatore for his valuable advice inspiring discussion and useful suggestions. The author wishes to express her thanks to Dr. K. Rasappan, Professor and Head of the Civil Engineering Department, Coimbatore Institute of Technology, Coimbatore for his support and guidance. The author wishes to express her sincere gratitude to Dr. V. Selladurai, Principal, Coimbatore Institute of Technology, Coimbatore, for making accessible the amenities that have enabled to carry on this thesis. The author expresses her sincere gratitude to Commissioner, Directorate of Technical Education for giving permission to complete the thesis work and to the principal of Govt. Polytechnic College, Coimbatore who permitted her to carry out this project work successfully. The author wishes to express her sincere thanks to All the faculty and Staff members of Department of Civil Engineering, Coimbatore Institute of Technology, Coimbatore for their support and help.

The author wishes to express her heartfelt thanks to her husband Dr. P. Raju, sons Dr. R. Praveen Kumar, Master R. Ranjith Kumar and her father N. Duraisamy for their support and help in carrying out this research work.

REVATHI R