Chapter 6

REFERENCES

1 Kelvin Kendell, paper No IL 11, proceedings of GLOCORR 2002

2 Pithouse, K B, Corrosion protection and control, 33 5, 1985, pp 113

3 Chou, G K, Concrete Constr, 29 (6), 1984, pp 561


5 Monson, J F, Concrete Int, 697, 1984, pp 7


7 Concrete fundamentals, Detroit, MI, American Concrete Institute, 1993

8 Lew Harriman, Material Performance, 34, 1, 1995, pp 34

9 Vladimir Novokshchenov, Material Performance, 34, 1, 1995 pp 51


11 Raharinaivo A, Genin JMR, Materiales de construccion 36, 204, 1986, pp 5
12 Wilkins N J M, Lawrence P F, AERE Harwell, Oxon, UK, Published in Corrosion of reinforcement in concrete construction, edited by ALAN P CRANE 1983


14 Hausman, D A, Materials protection, 11, 6, 1967, pp 19


16 Backstom T E, Use of coatings on steel embedded in concrete, SP-49 ACI 103, 1978,

17 Chandler K A, Marine and offshore corrosion, Butterworths and Co London, 1985,

18 Baird C E and Strauss F J, Material protection, 6, 7, 1967, pp 48


21 “Polymers in Concrete” Publication SP-58, American Concrete Institute, Detroit, 1982


25 Ohama, Y., Polymers in Concrete, Publication SP-40, American Concrete Institute, Detroit, 1973, pp. 283


28 Gjory & Vennesland, proceedings, Katharirn & Bryant Mather International conference on "Concrete durability", 1987, pp. 1675

29 K Venkatachalam, paper No IL 10, proceedings of GLOCORR 2002

30 Mudd C.J., Mujsinelii G.L. et al., Material Performance, 27, 9, 1988, pp. 18


32 Slater J.E., Paper No 132, NACE Corrosion /79, Atlanta, GA 1979

33 FHWA Report RD 83/048, 1983

35 Dehgausian and team, Paper No 45, NACE, Corrosion '81, Toronto, April, 1981

36 Whiting and Stank, D , Paper No 41, NACE, Corrosion/81, 1986

37 Clifton J R , Material performance 15,5, 1976, pp 14

38 Kenneth C Clear, Concrete International, May, 1992, pp 58


42 Balance M T , Andrade C, British Corrosion Journal, 19, 1, 1984, pp 41


45 O's Donnel G, Proc PRA 13th Internet Conf, Brussels 1993, Paper 1

46 Backstrom, T E Use of coatings on steel embedded in concrete, SP ACI 103, 1978
47. Matta Z G, Material Performance, 33,6, 1994, pp.52.


59 Carpio J J, and team, Material Performance, 33,12, 1994, pp 12

60 Stratfull R F, Corrosion, 13, 3, 1957, pp 43,

61 Boulware R L and Stewart C F, “Field Electrical Measurements for bridge deck membrane permeability and reinforcing steel corrosion” Report No CA H7 – BD 7120, pp 234-569/2

62 Ojha S K “Rehabilitation of a parking garage” “Back to the basic repair of concrete”, Seminar course manual, SCM-13 (86), ACI publication, USA, 1986

63 Manson S L “repair of concrete columns”, “Spandrels and balconies of a high rise housing damage and construction”, Seminar Course Manual, SCM-8 (85), PCI publication, 1985

64 Beskac J and team, Proceedings of the Symposium on Performance of Concrete Environments SP-65, 1980, pp 473,


68 Walter Podolny Jr, PCI journal, oct, 1992, pp 34
69 IS 10262 – 1982, “Recommended guidelines for concrete mix – design

70 IS 383 – 1970, “Coarse and fine aggregate from natural sources for concrete (second revision)

71 A C I, Committee 211, “Recommended practice for selecting proportions for normal weight concrete”, ACI Journal, Aug 1969

72 IS 516 – 1959, “Method of test for strength of concrete (with Amendment No 1)

73 IS 2770 (Part I) – 1967, “Methods of testing bond in reinforced concrete


76 Kinstiger An Introduction to electro analytical methods

77 Bernard A Boukamp, “Wquivalent circuit (EQUIV PAS),1989


80 Edwards A D, and Yannopoulos,P J, Magazene of concrete research , 30, No 103, June 1978, pp 62
81 Royles R and Morley P D. Magazine of Concrete Research, 35, No 124, September 1983, pp 157

82 Kemp, E L. Proceedings, ACI 83, No 1, 1986, pp 50

83 Bull 71, Engineering Experiment Station, University of Illinois


85 High yield strength deformed bars conforming to IS 1786-1979 (Grade Fe 415)


88 Treece R A and Jirsa J O. ACI Mat Journal March – April 1989, pp 167


90 Nguyen Viet Tue, Robery Krumbach, LACER No 2, 1997, pp 171


97 Lewis, D A and Copenhagen, W J, Corrosion, 15, 1959, pp 382


100 Ohno Y, Suzuki K and Prapartanatorn S, Published in Corrosion and Corrosion Production of Steel in Concrete
Proceedings of International Conference held at the University of Sheffield 24-28 July, 1994, pp 224


103 Charles K Nmai, Stephen A Farrington and Gragory S Bohrowski, Concrete International, April, 1990


106 Prosser J L, Modern Paint and coatings, July 1977, pp 47

107 Sato K, Progress in Organic Coatings, 8,8, 1980, pp 143-160


109 Ohno Y, Suzuki K and Praparntanatora S published in Corrosion and corrosion protection of steel in Concrete, proceedings of International conference held at the university of Sheffield 24-28 July, 1994, pp 324

111 Kauch H H, “Polymer Fracture”, Springer-Verlag 1978


117 Arup, H, corrosion of reinforcement in concrete construction, ed by Alan P Crane, Ellis Horwood Ltd, Chichester, 1983, pp 151


120 Verbeck, G.J., ‘Mechanism of corrosion of steel in concrete’, Corrosion of Metals in Concrete, Publication SP49, American Concrete Institute, Detroit, 1975, pp 21

121 Erlin, B and Verbeck G.J. ‘Corrosion of metals in concrete – needed research’. Corrosion of Metals in Concrete, Publication SP49 American Concrete Institute, Detroit, 1975, pp 39


123 B Elgener and H Bohni Materials Science Forum, 111/112, 1992, pp 635

124 Isabel C P Margarit, Oscar R Mattos and Jose Roberto R M Ferreira, JCT, 73, 914, March, 2001, pp 61


128 Rajagopalan K S, Rengaswamy N S and Balasubramanian T M, JSIR, 1969, pp 382

130 Rajagopalan K S, Rengaswamy N S, Balasubramanian T M, Venkatachari G, and Singh R D, Published in Proceedings of the 2nd National Conference on Corrosion and its Control, by SAEST (India), Dec, 1979, pp 349


137 Wenger F, Lemoine L and Galland J, International congress on metallic corrosion proceedings, vol 2, Toronto, Canada, 1984, pp 349
138 Sagues A A, Krane S C and Moreno E I, Corrosion Science, 37, 1995, 1097