References


REFERENCES


REFERENCES


REFERENCES


REFERENCES


REFERENCES

Springer US, Boston, MA. 14

Prentice Hall, Inc., USA. 29

Wiley, New York. 14


hydrogen sensor based on a ZnO: MoO$_3$ formulation. *Material Science and
Technology*, **9**, 360–364. 22, 24

engineering for gas sensor optimization: Improved sol-gel fabricated
nanocrystalline SnO$_2$ thick film gas sensor for NO$_2$ detection by calcination,
catalytic metal introduction and grinding treatments. *Sensors and Actuators B*, **60**, 125–137. 14

toxic gases on humidity sensing property of nanocrystalline ZnO film.
*Journal of Applied Physics*, **102**, 113114. 87


Oxide Semiconductors*. Ph.D. thesis, Department of Chemical and Biological
Engineering, University of Colorado. i, 14, 15, 17

DURGAJANANI, S., JEYAPRAKASH, B. & BALAGURU, R. (2011). Influence of
precursor concentration on structural, morphological and electrical properties
of spray deposited ZnO thin films. *Crystal Research and Technology*, **46**, 685–690. 103, 104
REFERENCES


REFERENCES


REFERENCES


REFERENCES


REFERENCES


REFERENCES


REFERENCES


REFERENCES


REFERENCES


REFERENCES


REFERENCES


REFERENCES


REFERENCES


166
REFERENCES


REFERENCES


REFERENCES


REFERENCES


