REFERENCES


[12] Punitha, K 2015, Pure and doped II-VI chalcogenide semiconducting thin films preparation and characterization for device applications, Alagappa University, Karaikudi-India


[54] Roth, S 1995, One-Dimensional Metals, VCH Publisher Inc., New York, USA.


[192] Prakash Chand, Anurag Gaur, Ashavani Kumar & Umesh Kumar Gaur 2014, ‘Structural and optical study of Li doped CuO thin films on Si (1 0 0) substrate deposited by pulsed laser deposition’, Applied Surface Science, vol. 307, pp. 280-286


259


[267] Li, J, Ma, SY, Huang, XL, Ma, LG, Li, FM, Yang, FC, Zhang, Q, Zhao, Q & Zhang, XL 2012, ‘Effect of Ti-doped concentration on the microstructures and optical properties of ZnO thin films’, Superlattices and Microstructures, vol. 52, no. 4, pp. 765-773

[268] Samar Y Al Dabagh & Eman E Makhool 2016, ‘The effect of Fe concentration on the structure and optical properties of ZnO films by using pulsed laser deposition’, vol. 15, no. 2, pp. 54-60


[338] Syamala, SB 2004, Photoconductivity studies on some semiconducting thin films for photovoltaic applications, PhD Thesis, Cochin University of Science and Technology, Cochin, Kerala


