REFERENCES

1. ABAQUS/CAE user’s manual, Dassault systèmes Simulia Corporation, USA, 2009.


32. Erik Schedin “Forming stainless steel”, Avesta polarit, R&D.


50. Hong Seok Kim, Muammer Koç and Jun Ni “Determination of proper
temperature distribution for warm forming of aluminium sheet
materials”, Journal of Manufacturing Science and Engineering,
Vol.128, pp.622-633, 2006 (i)

51. Hong Seok Kim, Muammer Koç, Jun Ni and Amit Ghosh “Finite
element modeling and analysis of warm forming of aluminium alloys-
validation through comparisons with experiments and determination of
a failure criterion”, Journal of Manufacturing Science and Engineering,

52. Huang-Chi Tseng, Chinghua Hung and Chin-Chuan Huang “An
analysis of the formability of aluminium/copper clad metals with
different thicknesses by the finite element method and experiment”,
International Journal of Advanced Manufacturing Technology, Vol.49,

superplastic sheet-metal forming in a circular closed-die considering
non-uniform thinning”, Journal of materials processing technology,

54. IS 1501: “Method of Vicker Hardness Test for Metallic Materials”,

55. Jae Dong Lee, Young Moo Heo, Sung Ho Chang, Yi Chun Choi, Heon
Young Kim and Dae Gyo Seo “A study on the warm deep drawability
of sheets in Cr-coated die”, KSME International Journal, Vol.15, No. 7

56. JaeHyung Cho, Lili Chang and SukBong Kang “Deep drawing of
AM31 magnesium alloys”, Materials Science Forum, Vol.654-656,

57. Ji Hyun Sung, Ji Hoon Kim and Wagoner, R.H. “A plastic constitutive
equation incorporating strain, strain-rate, and temperature”,

58. Johannes Winklhofer, Gernot Trattnig, Christoph Lind, Christof
Sommitsch and Hannes Feuerhuber “Simulation of aluminium sheet
metal deep drawing at elevated temperatures using LS-Dyna”,


109. Swadesh Kumar Singh, Swathi, M., Ramjee and Amit Kumar Gupta “Experimental investigations and thermal analysis of formability of EDD steels in warm forming (up to 450°C)”, in Proc. AIMTDR, 2010 (ii).


