ACKNOWLEDGEMENT

The author wishes to place on record his deep sense of gratitude to his supervisor Dr. P. Vanaja Ranjan, Assistant Professor, Department of Electrical and Electronics Engineering, Anna University for her patient and invaluable guidance and technical discussions throughout this research.

The author thanks Dr. B. Umamaheswari, Professor and Head, Department of Electrical and Electronics Engineering, College of Engineering, Anna University for giving facilities to successfully completing this research.

The author thanks Ms. M. Brindha, Ms. S. Praveena, Ms. R. Praveena, Ms. K. Rajalakshmi and Mr. E. Jerald Melwin, Post Graduate students of Electrical Engineering for their assistance in carrying out this research work.

The author thanks his parents Thiru S. Sankaran and Tmt. S. Mariyammal for giving support and encouragement during his studies. The author thanks his sisters, his wife Ms. J. Hema, his childrens S. Shree Janani and S. Shree Ragahv for their encouragement.

The author wishes to record his thanks to Prof. S. Ramamurthy, Prof. T. A. Ragavendiran, Mr. D. Kabilan and Mr. M. Senthil Kumaran for their encouragement.

Finally, the author thanks all those who have helped him in one way or the other in carrying out this research work.

S. SOLAI MANOHAR