ACKNOWLEDGEMENT

The author wishes to express his profound gratitude and sincere thanks to Dr. R. Sundararajan, Principal, Alagappa Chettiar College of Engineering and Technology, Karaikudi for his valuable guidance, suggestions, constant support and encouragement throughout the period of this research work.

The author is grateful to Dr. M. K. Saseetharan, Professor of Civil Engineering, and Dr. T. Meenambal, Assistant Professor of Civil Engineering, Government College of Technology, Coimbatore for their expert comments given during periodic doctoral committee meetings. The author is thankful to Dr. S. Annadurai, Principal, Government College of Technology, Coimbatore for the facilities provided to carry out the research work.

The author expresses his sincere thanks to Dr. R. Elangovan, Professor and Head, Department of Civil Engineering, Government College of Technology, Coimbatore and Dr. P. D. Arumairaj, Dr. M. Natarajan and Dr. S. Jayanthi Assistant Professors, Department of Civil Engineering, Government College of Technology, Coimbatore.

The author expresses heartfelt appreciation to his friends Dr. M. C. Sashikkumar, Er. V. Velmurugan Assistant Engineers, PWD, Coimbatore and Th.C.Sivanesan, Tmt.S.P.Jeyapriya, Th. P. Balamurugan and Ms. K. Rekha Lecturers, and all the Staff members in Civil Engineering department, Government College of Technology, Coimbatore for their constant encouragement during this research work.

The author is greatly indebted to his parents, his wife, non-teaching staffs and undergraduate students for their loving support and encouragement without which this work would not have been possible.

C. MEIARAJ