ACKNOWLEDGEMENT

The author expresses his deep sense of gratitude to his research directors Dr. D. Radha Krishna, professor and Dr. B. V. Appa Rao, professor, Department of Marine Engineering, A. U. College of engineering for their valuable guidance and reviewing the entire work of this thesis. They are instrumental in installing a sense of motivation and creating tremendous confidence throughout from the inception to final execution of the project.

The author also expresses his gratitude to Dr. P. V. J. Mohan Rao, Professor and Head of the Department of Marine Engineering for his kind cooperation and encouragement.

The author expresses his sincere thanks to Dr. T. V. K. Bhanu Prakash, professor & chairman B.O.S., Dr. I. N. Niranjan Kumar and all other faculty members of Department of Marine engineering for their valuable suggestions.

The author also expresses his special thanks to Dr. V. R. K. Narasimha Raju, Principal, CITM, Visakhapatnam and Prof. M. Lokhanadha Rao KITS, Warangal co faculty member for their encouragement, help and moral support.

The author extends his special thanks to Appala Raju, Technician and all office & technical staff of Department of Marine Engineering for their kind co-operation and help in completion of this work.

Finally the author expresses sincere thanks to his family members, wife Uma Rani, daughter Priyanka and son Guna Saketh for their unflinching whole hearted support and invaluable cooperation throughout the period.

(P. VENKATESWARA RAO)