ACKNOWLEDGMENT

With great Honor, the author expresses her sincere and heartfelt gratitude to her supervisor, Dr. P. Thamarai, Assistant Professor in Civil Engineering, Government College of Engineering, Salem, for her excellent, inspiring guidance, infinite suggestions, advice, continued encouragement and help throughout this research work. The author expresses her sincere thanks to Prof. S.R. Damodarasamy, Principal, Government College of Engineering, Salem, for his support and encouragement.

The author conveys her thanks to Dr. R. Elangovan, Professor in Civil Engineering, Thanthai Periyar Government Institute of Technology, Vellore, for his help. The author conveys her thanks to Dr. S. Rajmohan, Assistant Professor in Civil Engineering, Thiagarajar College of Engineering, Madurai, for his guidance.

The author expresses her sincere gratitude to Dr. Jeppiaar, Chairman and Dr. J. Abbas Mohaideen, Principal, Maamallan Institute of Technology, Sriperumpudur, for giving the opportunity to work in this Department of Civil Engineering and for conducting the research in the laboratory.

The author wishes to thank her husband Dr. C. Sivaprakasam, Assistant Professor of Civil Engineering, Satyabama University, Chennai for his encouragement. The author thanks her son C.S.P. Kumarakirubhakaran for his patience and co-operation during the period of thesis work.

(A. SHOBA)