REFERENCES


3. AE system user’s manual 2005; Acoustic emission procedure and its applications, Physical Acoustic Corporation, Mistras group, USA.


51. EN 13477-2013 ‘Non-destructive testing- acoustic emission -
equipment characterisation - Part 2: verification of operating
characteristic’, DIN standard.

double strap lap joints between pultruded GFRP profiles’, Proceedings
of the International symposium on bond behavior of FRP in structures,

53. Fowler, TJ 1977, ‘Acoustic emission testing of fiber reinforced
plastics’, Preprint 3092, Fall Convention, ASCE, San Francisco, CA,
October 17–21.

54. Garg, A & Ori Ishai 1983, ‘Characterization of delamination and
transverse cracking in graphite/epoxy laminates by acoustic

‘An acoustic emission characterization of the failure modes in polymer
composite materials’, Composites Science and Technology, vol. 58,
no.12, pp.1923–1928.

of the basalt fiber reinforced composites with polysiloxane derived

57. Godin, N, Huguet, S, Gaertner, R & Salmon, L 2004, ‘Clustering of
acoustic emission signals collected during tensile tests on
unidirectional glass/polyester composite using supervised and

identification by wavelet analysis’, Mechanical Systems and Signal

into square integrable wavelets of compact shape’, SIAM, vol. 15,
no. 4, pp. 723-735.

60. Hamstad, MA & Downs, KS 1995, ‘On characterization and location
of acoustic emission sources in real size composite structures: a
waveform study’, Journal of Acoustic Emission, vol. 13, no. 1–2,
pp. 1–59.


