ACKNOWLEDGEMENT

I would like to express my deep sense of gratitude and indebtedness to my Research Supervisor Dr. B. Mohan, Professor, Department of Mechanical Engineering, CEG campus, Anna University, Chennai-25, for his valuable guidance, timely suggestions and magnanimity in extending all possible help throughout the period of this research work.

I am extremely grateful to my Doctoral Committee members, Dr. A. Noorul Haq, Professor, Department of Production Engineering, NIT, Trichy and Dr. K. Kalaichelvan, Associate Professor, Department of Production Technology, Anna University, MIT campus, Chennai-44, for their constant support, guidance, help and encouragement.

I wish to place my special thanks to Prof. A. Jothilingam, Head i/c, Department of Production Technology, Anna University, MIT campus, Chennai-44 and Dr. L. Karunamoorthy, Professor & Head, Department of Mechanical Engineering, CEG Campus, Anna University, Chennai-25 for their constant support and encouragement. My sincere thanks are due to Dr. A. Rajadurai, Professor, Department of Production Technology, Anna University, MIT campus, Chennai-44 for his suggestions periodically conveyed to me for the completion of this work. I also thank all those who, directly and indirectly, rendered physical assistance, extended moral support and co-ordination through useful discussions and valuable comments, for the success of this research work.

MUTHURAMALINGAM T