ACKNOWLEDGEMENT

The author is indebted deeply to Professor Satya Prakash for the guidance, supervision and encouragement, he gave throughout the period of the work. Prof. V.A. Sarabhai took keen interest in guidance and gave valuable advice for which author expresses sincere gratitude to him.

It is a great privilege to thank Prof. K.R. Ramanathan and Prof. F.R. Fisharcty for valuable discussions and suggestions. Thanks are due to Dr. B.H. Subbaraya for going through the manuscript of the thesis and suggesting many improvements.

Sincere thanks are expressed to Mr. H.G.S. Murthy, Director, Thumba Equatorial Rocket Launching Station and his colleagues Messrs A.F.J. Abdul Kalam, R. Aravamudan, D. Easwardas, P.P. Kale, B. Ramakrishna Rao and G. Madhavan Nair whose enthusiastic cooperation made rocket launching successful. The author is also thankful to Dr. B.V. Krishna-murthy for providing ionograms.

Acknowledgements are also due to National Aeronautics and Space Administration, U.S.A. for supplying the Nike-Apache rockets. Thanks are also due to Atomic Energy Commission, Government of India and Indian National Committee for Space Research for financial assistance. The author is very grateful to Ministry of Education, Government of India for the award of a scholarship.
It is a particular pleasure to express gratitude to Messrs N.S. Savelgi for preparing payload circuitry, R.I. Patel for his help in data analysis, and C.L. Gajjar for making mechanical parts of the payload.

S.F. GUPTA.