ACKNOWLEDGEMENTS

The author is deeply indebted to Dr. B. H. Khan, Professor in Electrical Engineering, for his valuable suggestions and guidance on the research work leading to this thesis.

The author is sincerely grateful to Dr. K. P. Basu, (Retired Professor, Department of Electrical Engineering), presently at Faculty of Engineering, Multimedia University, Selangor, Malaysia for his kind interest and valuable guidelines given in this work.

The author is thankful to Prof. Iqbal Ali, Principal, University polytechnic, Aligarh Muslim University, Aligarh, for encouraging and permitting me to carry out this work.

The author is sincerely thankful to Prof. Prabhat Kumar, Chairman, and Pro. A K Gupta, Prof. MS Beg Ex. Chairmen, Department of Electrical Engineering, for their interest and extending facilities to carry out this work.

The help and regular encouragement by Prof. Ekram Husain, Prof. Mukhtar Ahmad, Prof. Anwaruddin Anwar, Prof. Shamshuddin, Prof. MSJ Asghar, Prof. Pervez Mustajab (Electronics Engg. Deptt.) and Mr. Abdul Shafey, Reader, are sincerely acknowledged.

The author would also like to acknowledge help receive from Mr. Sheikh Moinuddin, lecturer, of University polytechnic, in carry out the experimental verification of this work.

Thanks are also expressed to M/S Munawwar Husain, Najmul Hasan STAs in E.E.D., Rashid Hasan, TA and Tahir Iqbal, JLA, E.E.S., in assisting the experimental setup of this work.

Finally, the author wishes to express his sincere thanks to his parents, wife, daughter and sons for their cooperation, patience and understanding throughout the tenure of the work.

(HAFIZUR RAHMAN)