ACKNOWLEDGEMENTS

I am deeply indebted to express my sincere gratitude and grateful thanks to my Research Guide, Dr. B. Rama Murthy, Associate Professor & Head of the Department of Instrumentation for his enthusiastic guidance, constant encouragement and untiring efforts throughout the course of these investigations. He was a constant source of inspiration with his professional approach throughout the course of this work. I am much beholden to him for teaching me certain aspects of life, which I find very useful in the process of building up my career.

I also deemed it grateful to express my sincere thanks and gratitude to Prof. S. Raja Ratnam, Former Professor of this Department for his valuable suggestions during the research work. I am also equally grateful to Prof. K. Malakondaiah, Chairman BOS of Instrumentation for his keen interest and all kind of cooperation and encouragement during the course of this work.

I wish to record my sincere gratitude and thanks to Dr. Yashvanth Bhupal, Principal & Managing Trustee, Bellary Engineering College, Bellary, for his constant encouragement and cooperation while doing this research work. I also wish to express my special thanks to Smt. Basavarajeswari, Chairperson, Dr. S. J. V. Mahipal, Managing Trustee, Sri S. J. Lingaraj Bhupal and Sri S. B. Ashok Bhupal, Trustees of T.E.H.R.D. Trust, Bellary, for their help extended during the course of this work.

I wish to express my special thanks to Dr. U. Eranna, Head of the Department, Electronics and Communication Engineering, Bellary
Engineering College, Bellary, for his suggestions, encouragement and cooperation extended in bringing out this thesis. I am also thankful to Sri.B.Basavaraj, Sri.G.V.Sreenath Rao, Sri.L.Raghunath and to all my colleagues both Teaching and Non-Teaching Staff of Bellary Engineering College, Bellary, who have helped me during the course of this work directly or indirectly in successful completion of this work.

I am also thankful to Sri.S.Allahbaksh, Dr.Nagabhushan Raju and Dr.C.Nagaraja, Associate Professors; Sri.Dhanunjaya, Sri.Sudarshan, Sri.K.A.Madhusudan Gowd, and Sri.S.Chandrasekhar Rao, Technical Assistants, Sri.M.Ramanjineyulu and all other staff members of Dept. of Instrumentation, Sri Krishnadevaraya University. Anantapur, who helped me patiently from time to time to bringing out this thesis.

It gives me immense of pleasure to thank Smt.B.Rama Murthy for her sisterly affection and moral support rendered to me throughout this course.

Last but not least, my sincere thanks are due to my wife, Smt.K.Monjusha and my children patiently baring the inconveniences caused by my frequent absence at home during the course of this work.

K.BHANU PRASAD