References

[16] Unigraphics [Web page]:


[66] MagmaSoft, [Web page]:


[98] M. Weinstein and S. Manoochehri, Optimum parting line design of molded and
[99] R. Singh and J. Madan, Systematic approach for automated determination of
parting line for die-cast parts, Robotics and Computer-Integrated Manufacturing. 29 (5),
Feb 2014].
Progress towards an international standard for data transfer in rapid prototyping and
A proposed standards-based approach for representing heterogeneous objects for
[104] Y. C. Lam, L. Y. Zhai, K. Tai and S. C. Fok, An evolutionary approach for
cooling system optimization in plastic injection moulding, International Journal of
[105] C. Yen, J.-C. Lin and W. Li, The selection of optimal cooling parameters for the
[106] Y. F. Sun, K. S. Lee and A. Y. C. Nee, Design and FEM analysis of the milled
24 (9-10), 715-726 (2004).
[107] Y. F. Sun, K. S. Lee and A. Y. C. Nee, The application of U-shape milled grooves
for cooling of injection moulds, Proceedings of the Institution of Mechanical Engineers,
[108] K. M. Au and K. M. Yu, A scaffolding architecture for conformal cooling design
[109] C. L. Li, C. G. Li and A. C. K. Mok, Automatic layout design of plastic injection
[110] C. L. Li, A feature-based approach to injection mould cooling system design,


