## LIST OF TABLES

<table>
<thead>
<tr>
<th>TABLE NO.</th>
<th>TITLE</th>
<th>PAGE NO.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.1</td>
<td>Asymptotic Relative Efficiency of Median estimator with respect to Mean estimator</td>
<td>13</td>
</tr>
<tr>
<td>2.1</td>
<td>Computational requirements per output pixel for some edge detectors of size 3x3</td>
<td>40</td>
</tr>
<tr>
<td>3.1</td>
<td>Enhancement factor obtained by New Filter I and Average filter on Lena image contaminated by low level Gaussian noise (mean=0)</td>
<td>67</td>
</tr>
<tr>
<td>3.2</td>
<td>Enhancement factor obtained by New Filter I and Average filter on Lena image contaminated by high level Gaussian noise (mean=0)</td>
<td>68</td>
</tr>
<tr>
<td>3.3</td>
<td>MSE/pixel produced at the output of New Filter I and Average filter with different window sizes on Lena image corrupted by zero mean Gaussian noise of variance 100</td>
<td>68</td>
</tr>
<tr>
<td>3.4</td>
<td>Enhancement factor obtained by New Filter II and conventional filters on Lena image contaminated by low level Gaussian (mean=0), and impulse noise</td>
<td>75</td>
</tr>
<tr>
<td>3.5</td>
<td>Enhancement factor obtained by New Filter II and conventional filters on Lena image contaminated by high level Gaussian (mean=0), and impulse noise</td>
<td>76</td>
</tr>
<tr>
<td>TABLE NO.</td>
<td>TITLE</td>
<td>PAGE NO.</td>
</tr>
<tr>
<td>----------</td>
<td>----------------------------------------------------------------------</td>
<td>----------</td>
</tr>
<tr>
<td>3.6</td>
<td>MSE/pixel produced at the output of New Filter II and conventional</td>
<td>76</td>
</tr>
<tr>
<td></td>
<td>filters with different window sizes on Lena image corrupted by 5%</td>
<td></td>
</tr>
<tr>
<td></td>
<td>mixed impulses and zero mean Gaussian noise of variance 100</td>
<td></td>
</tr>
<tr>
<td>3.7</td>
<td>Enhancement factor obtained by New Filter III and Midpoint filter</td>
<td>84</td>
</tr>
<tr>
<td></td>
<td>on Lena image contaminated by low level uniform noise (mean=0)</td>
<td></td>
</tr>
<tr>
<td>3.8</td>
<td>Enhancement factor obtained by New Filter III and Midpoint filter</td>
<td>85</td>
</tr>
<tr>
<td></td>
<td>on Lena image contaminated by high level uniform noise (mean=0)</td>
<td></td>
</tr>
<tr>
<td>3.9</td>
<td>MSE/pixel produced at the output of New Filter III and Midpoint</td>
<td>85</td>
</tr>
<tr>
<td></td>
<td>filter with different window sizes on Lena image corrupted by zero</td>
<td></td>
</tr>
<tr>
<td></td>
<td>mean uniform noise of variance 100</td>
<td></td>
</tr>
<tr>
<td>3.10</td>
<td>Enhancement factor obtained by New Filter IV and conventional filters</td>
<td>92</td>
</tr>
<tr>
<td></td>
<td>on Lena image contaminated by low level uniform (mean=0), and impulse</td>
<td></td>
</tr>
<tr>
<td>3.11</td>
<td>Enhancement factor obtained by New Filter IV and conventional filters</td>
<td>93</td>
</tr>
<tr>
<td></td>
<td>on Lena image contaminated by high level uniform (mean=0), and impulse</td>
<td></td>
</tr>
<tr>
<td></td>
<td>noise</td>
<td></td>
</tr>
<tr>
<td>TABLE NO.</td>
<td>TITLE</td>
<td>PAGE NO.</td>
</tr>
<tr>
<td>-----------</td>
<td>----------------------------------------------------------------------</td>
<td>----------</td>
</tr>
<tr>
<td>3.12</td>
<td>MSE/pixel produced at the output of New Filter IV and conventional filters with different window sizes on Lena image corrupted by 5% mixed impulses and zero mean uniform noise of variance 100</td>
<td>93</td>
</tr>
<tr>
<td>4.1</td>
<td>Enhancement factor obtained by conventional, and proposed filters with 5x5 square shaped windows on Lena image contaminated by low level uniform (mean=0), and impulse noise</td>
<td>112</td>
</tr>
<tr>
<td>4.2</td>
<td>Enhancement factor obtained by conventional, and proposed filters with 5x5 square shaped windows on Rice image contaminated by low level uniform (mean=0), and impulse noise</td>
<td>113</td>
</tr>
<tr>
<td>4.3</td>
<td>Enhancement factor obtained by conventional, and proposed filters with 5x5 square shaped windows on Lena image contaminated by high level uniform (mean=0), and impulse noise</td>
<td>116</td>
</tr>
<tr>
<td>4.4</td>
<td>Enhancement factor obtained by conventional, and proposed filters with 5x5 square shaped windows on Rice image contaminated by high level uniform (mean=0), and impulse noise</td>
<td>116</td>
</tr>
<tr>
<td>4.5</td>
<td>MSE/pixel produced at the output of conventional, and proposed filters with different window sizes on Lena image corrupted by 5% mixed impulses and uniform noise (mean=0 and variance =100)</td>
<td>119</td>
</tr>
<tr>
<td>TABLE NO.</td>
<td>TITLE</td>
<td>PAGE NO.</td>
</tr>
<tr>
<td>----------</td>
<td>-------------------------------------------------------------------------------------------</td>
<td>----------</td>
</tr>
<tr>
<td>4.6</td>
<td>MSE/pixel produced at the output of conventional, and proposed filters with different window sizes on Rice image corrupted by 5% mixed impulses and uniform noise (mean=0 and variance =100)</td>
<td>119</td>
</tr>
<tr>
<td>5.1</td>
<td>Enhancement factor obtained by conventional, and proposed smoothers on the test image Bacteria corrupted by different levels of impulse noise</td>
<td>143</td>
</tr>
<tr>
<td>5.2</td>
<td>Enhancement factor obtained by conventional, and proposed smoothers on the test image Bacteria corrupted by different levels of Gaussian noise (mean=0)</td>
<td>144</td>
</tr>
<tr>
<td>5.3</td>
<td>Enhancement factor obtained by conventional, and proposed smoothers on the test image Bacteria corrupted by 5% mixed impulses and different levels of Gaussian noise (mean=0)</td>
<td>148</td>
</tr>
<tr>
<td>5.4</td>
<td>Performance comparison of 3-point median, 9-point median and combination smoothers</td>
<td>158</td>
</tr>
</tbody>
</table>