REFERENCES


18 Farrant P.E., 'A Method for selecting casing for mixed flow pumps and fans' - International Conference on pumps and turbines design & development, Sept., 1976, paper 3-2.


31 Myles D.J. 'Design method for mixed flow fans and pumps', Department of Science and Industrial Research, NEL, Report No. 177.


36 Sorensen E. 'Potential flow through centrifugal pumps and turbines,' NACA TM-973, 1941.


Schlichting H. and Scho No. 'Uber die theoretical Berechnung der stromungsverlwte eines ebenen schaufelgitters, Ing. - Arch. Bd 19 (4951), S.42/65.


63 Weining F. 'Die stromung die schaufeln von turbo-machinen' J.A. Barth, Leipzi.g (1935).

64 Ackeret J. 'Zum entwurf dichtstehender schaufelgitter', schweir baurectuns p 103, 1942.


67 Schlichting H. 'Problems and Results of Investigations on cascade flow', I. Aero Science 21, No. 3, pp 163-78.


73 ISO 1438-1975 (E) Liquid flow measurement in open channels using thin-plate weirs and ventury flumes.


75 ISO 3555-1977 (E) Centrifugal mixed and axial pumps code for acceptance test class B.

76 IS 8034 Specification for submersible pump sets for clear, cold fresh water for agriculture purpose, first revision draft.