LIST OF TABLES

<table>
<thead>
<tr>
<th>TABLE NO.</th>
<th>TITLE</th>
<th>PAGE NO.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.1</td>
<td>Knitwear Exported from India (1993)</td>
<td>3</td>
</tr>
<tr>
<td>1.2</td>
<td>Knitwear Exports from India (1989-94)</td>
<td>5</td>
</tr>
<tr>
<td>2.1</td>
<td>Handle Descriptors used by Mackay et al (1999)</td>
<td>27</td>
</tr>
<tr>
<td>2.2</td>
<td>Mechanical Properties considered by Vaughn and Kim (1975)</td>
<td>29</td>
</tr>
<tr>
<td>2.3</td>
<td>Mechanical and Surface Properties Measured by the Kawabata set of Instruments</td>
<td>35</td>
</tr>
<tr>
<td>2.4</td>
<td>Mechanical Properties measured by the FAST System</td>
<td>39</td>
</tr>
<tr>
<td>2.5</td>
<td>Details of Raising Machines</td>
<td>43</td>
</tr>
<tr>
<td>2.6</td>
<td>Summary of Work Done on Peach Finish</td>
<td>56</td>
</tr>
<tr>
<td>3.1</td>
<td>Yarn Characteristics of 34&quot; (17.36 tex) and 40&quot; (14.76 tex) Combed Cotton Yarns</td>
<td>73</td>
</tr>
<tr>
<td>3.2</td>
<td>Effect of Twist Factor on Yarn Tenacity and Elongation</td>
<td>74</td>
</tr>
<tr>
<td>3.3</td>
<td>Effect of Twist Factor on U% and Imperfections</td>
<td>76</td>
</tr>
<tr>
<td>3.4</td>
<td>Effect of Twist Factor on Yarn Hairiness</td>
<td>76</td>
</tr>
<tr>
<td>4.1</td>
<td>Mechanical Properties Measured on the KES</td>
<td>93</td>
</tr>
<tr>
<td>5.1</td>
<td>KES-F Data</td>
<td>95</td>
</tr>
<tr>
<td>5.2</td>
<td>Difference in Mechanical Properties</td>
<td>98</td>
</tr>
<tr>
<td>5.3</td>
<td>Difference in Mechanical Properties</td>
<td>99</td>
</tr>
<tr>
<td>5.4</td>
<td>Differences in woven fabrics</td>
<td>100</td>
</tr>
<tr>
<td>TABLE NO.</td>
<td>TITLE</td>
<td>PAGE NO.</td>
</tr>
<tr>
<td>----------</td>
<td>----------------------------------------------------------------------</td>
<td>----------</td>
</tr>
<tr>
<td>5.5</td>
<td>Comparison of wale and course direction properties in a weft-knitted fabrics</td>
<td>104</td>
</tr>
<tr>
<td>5.6</td>
<td>Correlation Matrix of the Properties</td>
<td>105</td>
</tr>
<tr>
<td>5.7</td>
<td>Ratio of Mechanical Properties</td>
<td>106</td>
</tr>
<tr>
<td>6.1</td>
<td>Geometrical Parameters of Single Jersey Scoured Fabrics in Fully Relaxed State (Loop length 2.8 mm)</td>
<td>113</td>
</tr>
<tr>
<td>6.2</td>
<td>Geometrical Parameters of Single Jersey Scoured Fabrics in Fully Relaxed State (Loop length = 2.9 mm)</td>
<td>113</td>
</tr>
<tr>
<td>6.3</td>
<td>Geometrical Parameters of Single Jersey Scoured Fabrics in Fully Relaxed State (Loop length = 3.0 mm)</td>
<td>114</td>
</tr>
<tr>
<td>6.4</td>
<td>Geometrical Parameters of Single Jersey Bleached Fabrics in Fully Relaxed State (Loop length = 2.8 mm)</td>
<td>114</td>
</tr>
<tr>
<td>6.5</td>
<td>Geometrical Parameters of Single Jersey Bleached Fabrics in Fully Relaxed State (Loop length = 2.9 mm)</td>
<td>115</td>
</tr>
<tr>
<td>6.6</td>
<td>Geometrical Parameters of Single Jersey Bleached Fabrics in Fully Relaxed State (Loop length = 3.0 mm)</td>
<td>115</td>
</tr>
<tr>
<td>6.7</td>
<td>Geometrical Properties (Grey Sample)</td>
<td>116</td>
</tr>
<tr>
<td>6.8</td>
<td>Geometrical Properties (Scoured)</td>
<td>117</td>
</tr>
<tr>
<td>6.9</td>
<td>Geometrical Properties (Bleached)</td>
<td>118</td>
</tr>
<tr>
<td>6.10</td>
<td>Geometrical Properties (Dyed)</td>
<td>119</td>
</tr>
<tr>
<td>6.11</td>
<td>Geometrical Properties (Mercerized)</td>
<td>120</td>
</tr>
<tr>
<td>6.12</td>
<td>Young's moduli of fabrics at E = 2%</td>
<td>122</td>
</tr>
<tr>
<td>6.13</td>
<td>Young’s Moduli of Fabrics (g/cm) (50 gf/EMT)</td>
<td>123</td>
</tr>
<tr>
<td>TABLE NO.</td>
<td>TITLE</td>
<td>PAGE NO.</td>
</tr>
<tr>
<td>----------</td>
<td>-------------------------------------------------------------</td>
<td>----------</td>
</tr>
<tr>
<td>6.14</td>
<td>Bending Parameters (Cantilever test)</td>
<td>126</td>
</tr>
<tr>
<td>6.15</td>
<td>Load at 5% extension</td>
<td>127</td>
</tr>
<tr>
<td>6.16</td>
<td>Tensile Properties</td>
<td>129</td>
</tr>
<tr>
<td>6.17</td>
<td>Extension in Wale and Course-ways</td>
<td>130</td>
</tr>
<tr>
<td>6.18</td>
<td>Bending Properties (g.cm²/cm)</td>
<td>132</td>
</tr>
<tr>
<td>6.19</td>
<td>Bending Recovery (%)</td>
<td>133</td>
</tr>
<tr>
<td>6.20</td>
<td>Shear Properties (N/m)</td>
<td>135</td>
</tr>
<tr>
<td>6.21</td>
<td>Shear Recovery</td>
<td>136</td>
</tr>
<tr>
<td>6.22</td>
<td>Compression Properties</td>
<td>137</td>
</tr>
<tr>
<td>6.23</td>
<td>Surface Properties</td>
<td>138</td>
</tr>
<tr>
<td>6.24</td>
<td>Thickness and weight of fabrics</td>
<td>140</td>
</tr>
<tr>
<td>6.25</td>
<td>Bending rigidity (g.cm³/cm) (Kawabata data)</td>
<td>143</td>
</tr>
<tr>
<td>6.26</td>
<td>Shear Rigidity (N/m) (Bias Extension method)</td>
<td>143</td>
</tr>
<tr>
<td>6.26a</td>
<td>Bending Properties - Bending Rigidity (mg.cm) (Cantilever test)</td>
<td>144</td>
</tr>
<tr>
<td>6.27</td>
<td>Shear rigidity of single jersey and its derivatives (N/m)</td>
<td>146</td>
</tr>
<tr>
<td>6.28</td>
<td>Bending rigidity (mg.cm)</td>
<td>146</td>
</tr>
<tr>
<td>7.1</td>
<td>Geometrical Properties</td>
<td>150</td>
</tr>
<tr>
<td>7.2</td>
<td>Kes-f Data on the Mechanical Properties of Weft-knitted Fabrics</td>
<td>151</td>
</tr>
<tr>
<td>7.3</td>
<td>Coefficient of Friction Determined by Instron</td>
<td>158</td>
</tr>
<tr>
<td>7.4</td>
<td>Surface Layer Thickness of Finished Fabrics</td>
<td>159</td>
</tr>
<tr>
<td>7.5</td>
<td>Fabric Hand</td>
<td>160</td>
</tr>
<tr>
<td>7.6</td>
<td>Weight (g/m²)</td>
<td>160</td>
</tr>
<tr>
<td>7.7</td>
<td>Wickability of Fabrics Mean Time(s)</td>
<td>161</td>
</tr>
<tr>
<td>7.8</td>
<td>Air Permeability</td>
<td>162</td>
</tr>
<tr>
<td>7.9</td>
<td>Walewise Shrinkage % of Fabrics</td>
<td>162</td>
</tr>
<tr>
<td>7.10</td>
<td>Flammability of Fabrics</td>
<td>163</td>
</tr>
<tr>
<td>TABLE NO.</td>
<td>TITLE</td>
<td>PAGE NO.</td>
</tr>
<tr>
<td>----------</td>
<td>-------</td>
<td>----------</td>
</tr>
<tr>
<td>7.11</td>
<td>Bursting Strength of Fabrics</td>
<td>163</td>
</tr>
<tr>
<td>7.12</td>
<td>Elastic Recovery %</td>
<td>164</td>
</tr>
<tr>
<td>8.1</td>
<td>Tensile properties</td>
<td>170</td>
</tr>
<tr>
<td>8.2</td>
<td>Bending Properties of Samples</td>
<td>172</td>
</tr>
<tr>
<td>8.3</td>
<td>Shear properties</td>
<td>174</td>
</tr>
<tr>
<td>8.4</td>
<td>Surface properties</td>
<td>176</td>
</tr>
<tr>
<td>8.5</td>
<td>Compression properties</td>
<td>178</td>
</tr>
<tr>
<td>8.6</td>
<td>Thickness and weight</td>
<td>180</td>
</tr>
<tr>
<td>9.1</td>
<td>Kawabata Parameters in the Tensile Test for the two fabric samples</td>
<td>192</td>
</tr>
<tr>
<td>9.2</td>
<td>Values of ( f(\varepsilon) ) and ( f'(\varepsilon) ) for weft-knitted fabrics</td>
<td>193</td>
</tr>
<tr>
<td>10.1</td>
<td>Predicted and Experimental Values of Bending Rigidity</td>
<td>208</td>
</tr>
<tr>
<td>10.2</td>
<td>Predicted and Experimental Values of Bending Hysteresis</td>
<td>209</td>
</tr>
<tr>
<td>11.1</td>
<td>Packing Fraction</td>
<td>221</td>
</tr>
<tr>
<td>11.2</td>
<td>Van Wyk Parameters for Two Parameter Model</td>
<td>222</td>
</tr>
<tr>
<td>11.3</td>
<td>Hardness ((g/cm^3))</td>
<td>239</td>
</tr>
<tr>
<td>11.4</td>
<td>Details of Yarns Used</td>
<td>240</td>
</tr>
<tr>
<td>11.5</td>
<td>Details of sample set for plain knitted fabrics</td>
<td>240</td>
</tr>
<tr>
<td>11.6</td>
<td>Compression Index ((g.cm/cm^3)) ((WC/RC))</td>
<td>245</td>
</tr>
<tr>
<td>11.7</td>
<td>Compressional Parameters</td>
<td>247</td>
</tr>
<tr>
<td>11.8</td>
<td>Regression Constants and Characteristic Values of Fabric Compressional Property</td>
<td>248</td>
</tr>
<tr>
<td>13.1</td>
<td>Data set for 79 samples of fabrics</td>
<td>265</td>
</tr>
<tr>
<td>13.2</td>
<td>Descriptive Statistics</td>
<td>272</td>
</tr>
<tr>
<td>13.3</td>
<td>Group - Single Jersey Pique</td>
<td>273</td>
</tr>
<tr>
<td>TABLE NO.</td>
<td>TITLE</td>
<td>PAGE NO.</td>
</tr>
<tr>
<td>---------</td>
<td>----------------------------------------------------------------------</td>
<td>----------</td>
</tr>
<tr>
<td>13.4</td>
<td>Group - Knit Pique - Descriptive Statistics</td>
<td>274</td>
</tr>
<tr>
<td>13.5</td>
<td>Group - Knit-Plain - Descriptive Statistics</td>
<td>275</td>
</tr>
<tr>
<td>13.6</td>
<td>Group - Knit-Rib - Descriptive Statistics</td>
<td>276</td>
</tr>
<tr>
<td>13.7</td>
<td>Group - Knit-Interlock - Descriptive Statistics</td>
<td>277</td>
</tr>
<tr>
<td>13.8</td>
<td>Descriptives Group 2 - Plain - Descriptive Statistics</td>
<td>278</td>
</tr>
<tr>
<td>13.9</td>
<td>Group 2 - Pique - Descriptive Statistics</td>
<td>279</td>
</tr>
<tr>
<td>13.10</td>
<td>Group 2 - Rib Descriptive Statistics</td>
<td>280</td>
</tr>
<tr>
<td>13.11</td>
<td>Group 2 - Interlock - Descriptive Statistics</td>
<td>281</td>
</tr>
<tr>
<td>13.12</td>
<td>Discriminant Analysis - Four Groups - Sample size 79 Tests of Equality of Group Means</td>
<td>282</td>
</tr>
<tr>
<td>13.13</td>
<td>Fisher's linear discriminant functions - Classification Function Coefficients</td>
<td>283</td>
</tr>
<tr>
<td>13.14</td>
<td>Discriminant Analysis - Four Groups - Samples size 76 Tests of Equality of Group Means</td>
<td>284</td>
</tr>
<tr>
<td>13.15</td>
<td>Fisher's linear discriminant functions - Classification Function Coefficients</td>
<td>285</td>
</tr>
<tr>
<td>13.16</td>
<td>Discriminant Analysis - Six Groups - Sample Size 76 - Tests of equality of group means</td>
<td>286</td>
</tr>
<tr>
<td>13.18</td>
<td>Fisher's linear discriminant functions - Classification Function Coefficients</td>
<td>288</td>
</tr>
<tr>
<td>13.19</td>
<td>Classification Results</td>
<td>289</td>
</tr>
<tr>
<td>TABLE NO.</td>
<td>TITLE</td>
<td>PAGE NO.</td>
</tr>
<tr>
<td>----------</td>
<td>--------------------------------------------------------</td>
<td>----------</td>
</tr>
<tr>
<td>13.20</td>
<td>Classification Results</td>
<td>290</td>
</tr>
<tr>
<td>13.21</td>
<td>Classification Results</td>
<td>291</td>
</tr>
<tr>
<td>13.22</td>
<td>Classification Results</td>
<td>292</td>
</tr>
<tr>
<td>13.23</td>
<td>Fisher's linear discriminant functions -</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Classification Function Coefficients</td>
<td>293</td>
</tr>
<tr>
<td>13.24</td>
<td>Classification of Results</td>
<td>294</td>
</tr>
<tr>
<td>14.1</td>
<td>Differences between Bending Instruments</td>
<td>300</td>
</tr>
<tr>
<td>14.2</td>
<td>Bending property analysis property</td>
<td>303</td>
</tr>
<tr>
<td>14.3</td>
<td>Shear property analysis</td>
<td>305</td>
</tr>
</tbody>
</table>