pouches. Shelf-life was longer (4 1/2 months) in HDPE pouches under both the conditions of storage. AA

FOOD ENGINEERING AND EQUIPMENT


2139 RUPP (WE). New pump uses old principles to move food products and wastes Food Eng. Int. 6(3), 1981, 45-7

2140 STEPHENSON (RM) and ANDERSON (TF). Energy conservation in distillation Chem. Eng. Progr. 76(8), 1980, 68-71


2143 YAWGER (ES), ADAMS (HW) and HARDT (PK). Water conservation in closed rotary cookers by evaporative cooling. J. Food Sci. 46(4), 1981, 1286-7

Better cooling and water savings of up to 40% may be realized by installing a blower in closed rotary cookers. The air blown through the cooler headspace aids cooling by causing water to evaporate from the can's surface. In four tests at a tomato plant in California, water flow rates with the blower off ranged from 25-29 gpm and with the blower on ranged from 12 5-18 gpm. The blower decreased the maximum temperature in the shell from 2-6 F and decreased the final average can temperature from 3.5-7 F. AA

2144 HAMPS0N (GR) Energy conservation opportunities in cold storage warehouses. ASHRAE J. 23(12), 1981, 19-20

2145 WEBBER (JF) Preventing flour heavage in refrigerated warehouses. ASHRAE J. 23(12), 1981, 24-6

2146 FREEDMAN (GM) Strategy/criteria for transition of a central system from heat recovery to conventional heating and refrigerating. ASHRAE J. 23(12), 1981, 27-30

2147 RAMANI (K). Electrochemical instrumentation pH measurement. Instrumentation Bull. 2(4), 1981, 7-13

2148 JOSEPH (RL) Cold temperature or cold shortening A turning point? Farm Food Res. 11(6), 1980, 169-70

2149 HORAK (J). Possibilities of rationalization in bottling plants. Lebensmittelindustrie 27(5), 1980, 210-14 (German)

Deals with rationalization of storage of empty kegs during the winter and the handling of kegs during washing, filling and dispatching in breweries.