REFERENCES


48. Daroonparvar, M, Yajid, MAM, Noordin, MY & Hussain, MS 2013, ‘The role of nanostructured Al\textsubscript{2}O\textsubscript{3} Layer in reduction of hot corrosion products in normal YSZ layer’, Journal of Nanomaterials, doi.org/10.1155/2013/251921.

49. Daroonparvar, M, Yajid, MAM, Yusof, NM, Bakhsheshi-Rad, HR, Hamzah, E & Nazoktabar, M 2014, ‘Investigation of three steps of hot corrosion process in Y\textsubscript{2}O\textsubscript{3} stabilised ZrO\textsubscript{2} coatings including nano zones’,
Journal of Rare Earths, vol. 32, no. 10, pp. 989-1002.


68. Grigoryev, ON, Firstov, SA, Babiy, OA, Orlovskaya, NA & Homenko, GE 1994, ‘Effect of zirconia (3 mol% yttria) additive on mechanical


Applied Mechanics, vol. 60, no. 4, pp. 890-894.

79. Hong, JS, De La Torre, SD, Miyamoto, K, Miyamoto, H & Gao, L 1998, ‘Crystallization of Al₂O₃/ZrO₂ solid solution powder prepared by co-precipitation’, Materials Letters, vol. 37, no. 12, pp. 6-9


no. 16, pp. 3383-3392.


140. Nadia, AM, Mohammad, HS, Ali, ME 2012, ‘Novel self-dyed wholly aromatic polyamide-hydrazides covalently bonded with azo groups in


142. Nalwa, HS 2003, Nanoscluster and Nanocrystals, American scientific publisher, California.


168. Rendtorff, NM, Grasso, S, Huc, C, Suarez, G, Aglietti, EF & Sakka, Y 2012, ‘Zircon-zirconia (ZrSiO$_4$-ZrO$_2$) dense ceramic composites by spark


Research Society of Japan, vol. 29, no. 2, pp. 405-408.


198


