ACKNOWLEDGEMENT

The author expresses sincere thanks to his guide Dr. G. V. T. Gopala Krishna, Professor and Head, Department of Civil Engineering, PSNACET, Dindigul, for his encouragement, support and valuable guidance rendered throughout this research work. The author expresses his sincere thanks to The Management and The Principal, PSNACET for his inspiration to complete this thesis.

The author wishes to record his sincere thanks and gratitude to the Doctoral Committee Members Dr. A. S. S. Sekar, Professor (Rtd), A.C.Tech, Karaikudi and Dr. R. Ilangoval, Associate Professor, Anna University, Dindigul Campus for their valuable advice, constructive comments and practical suggestions offered to him at various stages of the research.

The author wishes to convey his special thanks to all his colleagues in Civil Engineering department, Theni Kammavar College of Technology and all the non-teaching staff of the same department for their timely help and assistance rendered during the period of research. He wishes to express his gratitude to all the individuals and friends who had helped him in one way or other to complete this thesis.

The author expresses his gratitude to the faculty of Thiagarajar College of Engineering, Madurai and Dr. Sivanthi Aditanar College of Engineering, Tiruchenthrur for their help extended during the period of research.

The author expresses his appreciation to his Wife S. Jeyanthi and his daughters S. Abinayaa Devi & S. Suganya for their support, tolerance for their limitless patience.

SUBBIAH ILAMVAZHUTHI S